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5
Fault management requirements

This section defines the FM requirements 
for the 3G Systems.  According to the concept described in section 4, alarm and state change information shall be maintained by the NEs.  This information shall then be forwarded to one or more OS(s), i.e. the EM and/or NM.  The EM’s role to play in this environment depends on implementation options chosen by the vendor and the network operator.

-
the Itf-N may be implemented between Ne and NM or between EM and NM.  This means that the EM may not be involved in the forwarding of alarm and state information to the NM, if the Itf-N is implemented in the NE.  In contrast, the EM may have to act as a mediation device if the Itf-N is implemented in the EM and the interfaces between Em and the NEs use different (proprietary) technologies.

-
the network operator may choose to operate his network, in terms of FM, mainly from the NM.  This implies that functions for the forwarding and retrieval of alarms and states as well as the processing and user interface presentation of this information may not be required in the EM, but the NM.  As a consequence, all of these functions, as described in the following subsections, are optional in the NE/EM, which means they may or may not be implemented, but if implemented, they shall comply with this TS.  Details of these considerations are a matter of vendor/operator agreement.
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Why from the OS’s perspective?


I think we define the requirements for the management interfaces, therefore they are relevant for both the OS and NE.
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Should this part be moved into TS 32.102 (TM Architecture) ?





