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6.1
Class diagram
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Annex F (informative):
Change history

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	Sep 2006
	SA_33
	SP-060527
	0057
	--
	Add missing Notification Table in Alarm IRP IS
	6.8.0
	6.9.0

	Dec 2006
	SA_34
	SP-060722
	0058
	--
	Add filter complexity limitation parameter
	6.9.0
	7.0.0

	Mar 2007
	SA_35
	SP-070046
	0059
	--
	Correct the references of IRPAgent and IRPManager
	7.0.0
	7.1.0

	Mar 2007
	--
	--
	--
	--
	Deleted reference to CMIP SS, discontinued from R7 onwards
	7.0.0
	7.1.0

	Dec 2008
	SA_42
	SP-080846
	0060
	--
	Spelling and naming corrections
	7.1.0
	8.0.0

	Mar 2009
	SA_43
	SP-090207
	0061
	--
	Include reference to SOAP Solution Set specification
	8.0.0
	8.1.0

	Dec 2009
	SA_46
	--
	--
	--
	Upgrade to Release 9
	8.1.0
	9.0.0

	Mar 2010
	SA_47
	SP-100035
	0062
	--
	Correct the description of the alarm list rebuilt handling capabilities.  Align spec to follow recommendations of latest Repertoire and Templates.
	9.0.0
	9.1.0

	Dec 2010
	SA_50
	SP-100833
	0063
	2
	Add alarmChangedTime to the output parameters of getAlarmList operation.
	9.1.0
	10.0.0

	Mar 2011
	SA_51
	SP-110095
	0064
	--
	Correct the qualifier of clearUserId in AlarmInformation
	10.0.0
	10.1.0

	May 2011
	SA_52
	SP-110285
	0065
	1
	Improvements to description of examples
	10.1.0
	10.2.0

	May 2011
	SA_52
	SP-110289
	0066
	1
	Add indication for root cause of alarm
	10.1.0
	10.2.0

	May 2011
	SA_52
	SP-110289
	0067
	1
	Add notification for change of alarm correlation data
	10.1.0
	10.2.0

	Sep 2011
	SA_53
	SP-110534
	0068
	--
	Clarify usage of correlated notification
	10.2.0
	10.3.0

	Sep 2011
	SA_53
	SP-110534
	0069
	--
	Add absent rootCauseIndicators
	10.2.0
	10.3.0

	Dec 2011
	SA_54
	SP-110707
	0070
	1
	Add acknowledgeAlarms operation scenario
	10.3.0
	11.0.0

	Dec 2012
	SA_58
	SP-120783
	0072
	-
	CR 32.111-2 R11 Align usage of SupportIOC with repertoire and TS 32.152
	11.0.0
	11.1.0

	2014-10
	-
	-
	-
	-
	Update to Rel-12 version (MCC)
	11.1.0
	12.0.0

	2014-12
	SA_66
	SP-140796
	0073
	1
	Alarm quality improvements, notification support for changed alarm attributes
	12.0.0
	12.1.0
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