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First Change
6.3.2
Detailed message format for offline charging

The following clause specifies per Operation Type the charging data that are sent by MME, S-GW, ePDG, P-GW and TDF.

The Operation Types are listed in the following order: S (Start)/I (Interim)/S (Stop)/E (Event). Therefore, when all Operation Types are possible it is marked as SISE. If only some Operation Types are allowed for a node, only the appropriate letters are used (i.e. SIS or E) as indicated in the table heading. The omission of an Operation Type for a particular field is marked with "-" (i.e. SI-E). Also, when an entire field is not allowed in a node the entire cell is marked as "-".

Table 6.3.2.1 illustrates the basic structure of the supported fields in the Charging Data Request message for PS offline charging. 
Table 6.3.2.1: Supported fields in Charging Data Request message
	Information Element
	Node Type
	S-GW
	ePDG
	P-GW
	TDF

	
	Supported Operation Types
	S/I/S/E
	S/I/S/E
	S/I/S/E
	S/I/S/E

	Session Identifier
	SIS-
	SIS-
	SIS-
	SIS-

	Originator Host
	SIS-
	SIS-
	SIS-
	SIS-

	Originator Realm
	SIS-
	SIS-
	SIS-
	SIS-

	Destination Domain
	SIS-
	SIS-
	SIS-
	SIS-

	Operation Type
	SIS-
	SIS-
	SIS-
	SIS-

	Operation Number
	SIS-
	SIS-
	SIS-
	SIS-

	Operation Identifier
	SIS-
	SIS-
	SIS-
	SIS-

	User Name
	SIS-
	SIS-
	SIS-
	SIS-

	Destination Host
	SIS-
	SIS-
	SIS-
	SIS-

	Operation Interval
	SIS-
	SIS-
	SIS-
	SIS-

	Origination State
	SIS-
	SIS-
	SIS-
	SIS-

	Origination Timestamp
	SIS-
	SIS-
	SIS-
	SIS-

	Proxy Information
	SIS-
	SIS-
	SIS-
	SIS-

	Route Information
	SIS-
	SIS-
	SIS-
	SIS-

	Operation Token
	SIS-
	SIS-
	SIS-
	SIS-

	Service Information with PS and IMS Information
	
	

	Subscription Id
	SIS-
	SIS-
	SIS-
	SIS-

	IMSI Unauthenticated Flag
	SIS-
	-
	SIS-
	-

	Node Functionality
	SIS-
	SIS-
	SIS-
	SIS-

	Charging Id
	SIS-
	SIS-
	SIS-
	-

	Node Id
	SIS-
	SIS-
	SIS-
	SIS-

	PDN Connection Charging Id
	SIS-
	SIS-
	SIS-
	SIS-

	PDP/PDN Type
	SIS-
	SIS-
	SIS-
	-

	PDP/PDN Address
	SIS-
	SIS-
	SIS-
	SIS-

	PDP/PDN Address prefix length
	SIS-
	SIS-
	SIS-
	SIS-

	Dynamic Address Flag
	SIS-
	SIS-
	SIS-
	SIS-

	Dynamic Address Flag Extension
	SIS-
	SIS-
	SIS-
	SIS-

	Serving Node Address
	SIS-
	-
	SIS-
	SIS-

	Serving Node Type
	SIS-
	-
	SIS-
	SIS-

	SGW Change
	S---
	 S---
	-
	-

	P-GW Address
	SIS-
	-
	SIS-
	SIS-

	TDF Address
	-
	-
	-
	SIS-

	SGW Address
	SIS-
	-
	-
	-

	ePDG Address
	-
	SIS-
	-
	-

	CG Address
	-
	-
	-
	-

	IMSI MCC MNC
	SIS-
	SIS-
	SIS-
	SIS-

	PGW MCC MNC
	SIS-
	SIS-
	SIS-
	SIS-

	TDF MCC MNC
	-
	-
	-
	SIS-

	NSAPI
	-
	-
	SIS-
	-

	Called Station Id 
	SIS-
	SIS-
	SIS-
	SIS-

	Session Stop Indicator
	-
	-
	--S-
	--S-

	Selection Mode
	SIS-
	SIS-
	SIS-
	SIS-

	Charging Characteristics
	SIS-
	SIS-
	SIS-
	SIS-

	Charging Characteristics Selection Mode
	SIS-
	SIS-
	SIS-
	SIS-

	Serving Node MCC MNC
	SIS-
	-
	SIS-
	SIS-

	MS Time Zone
	SIS-
	-
	SIS-
	SIS-

	Charging Rule Base Name
	-
	-
	SIS-
	-

	ADC Rule Base Name
	-
	-
	-
	SIS-

	User Location Info
	SIS-
	-
	SIS-
	SIS

	User Location Info Time
	SIS-
	-
	SIS-
	-

	User CSG Information
	SIS-
	-
	SIS-
	SIS-

	3GPP2 User Location Info
	SIS-
	-
	SIS-
	SIS-

	TWAN User Location Information
	-
	-
	SIS-
	-

	Presence Reporting Area Information
	SIS-
	-
	SIS-
	SIS-

	RAT Type
	SIS-
	SIS-
	SIS-
	SIS-

	Furnish Charging Information
	-
	-
	SIS-
	-

	Offline Charging
	-
	-
	-
	-

	QoS Information 
	SIS-
	SIS-
	SIS-
	SIS-

	Traffic data volumes
	-IS-
	-IS-
	-
	-

	Service data container
	-
	-
	-IS-
	-IS-

	User Equipment Info 
	-
	-
	-
	S---

	Terminal-Information
	S---
	S---
	S---
	S---

	Start time
	S---
	S---
	S---
	S---

	Stop time
	--S-
	--S-
	--S-
	--S-

	Change Condition
	-IS-
	-IS-
	-IS-
	-IS-

	Diagnostics
	--S-
	--S-
	--S-
	--S-

	Low Priority Indicator
	S---
	-
	S---
	-

	CN Operator Selection Entity
	SIS-
	-
	SIS-
	-


Table 6.3.2.1a illustrates the basic structure of the supported fields in the Charging Data Request message for "SMS over MME Charging".

Table 6.3.2.1a: Supported fields in Charging Data Request message for "SMS over MME Charging"
	Information Element
	Node Type
	MME

	
	Supported Operation Types
	S/I/S/E

	Session Identifier
	---E

	Originator Host
	---E

	Originator Realm
	---E

	Destination Domain
	---E

	Operation Type
	---E

	Operation Number
	---E

	Operation Identifier
	---E

	User Name
	---E

	Destination Host
	---E

	Operation Interval
	---E

	Origination State
	---E

	Origination Timestamp
	---E

	Proxy Information
	---E

	Route Information
	---E

	Operation Token
	---E

	Service Information with PS, IMS, MMS and SMS Information

	Subscription Id
	---E

	Node Functionality
	---E

	Node Id
	---E

	MME Number for MT SMS 
	---E

	MME Name 
	---E

	MME Realm 
	---E

	Serving Node Type
	---E

	SGSN Address
	---E

	Charging Characteristics
	---E

	Charging Characteristics Selection Mode
	---E

	3GPP User Location Info
	---E

	User Location Info Time
	---E

	Terminal Information 
	---E

	Recipient Address
	---E

	SMSC Address
	---E

	Originator Address
	---E

	Submission Time
	---E

	Message Id
	---E

	CN Operator Selection Entity
	---E


Table 6.3.2.2 illustrates the basic structure of the supported fields in the Charging Data Responsemessage for PS offline charging, and "SMS over MME Charging".

Table 6.3.2.2: Supported fields in Charging Data Response message

	Information Element
	Node Type
	S-GW
	ePDG
	P-GW
	TDF

	
	Supported Operation Types
	S/I/S/E
	S/I/S/E
	S/I/S/E
	S/I/S/E

	Session Identifier
	SIS-
	SIS-
	SIS-
	SIS-

	Operation Result
	SIS-
	SIS-
	SIS-
	SIS-

	Originator Host
	SIS-
	SIS-
	SIS-
	SIS-

	Originator Domain
	
	
	
	

	Operation Type
	SIS-
	SIS-
	SIS-
	SIS-

	Operation Number
	SIS-
	SIS-
	SIS-
	SIS-

	Operation Identifier
	SIS-
	SIS-
	SIS-
	SIS-

	Operation Interval
	SIS-
	SIS-
	SIS-
	SIS-

	Error Reporting Host
	SIS-
	SIS-
	SIS-
	SIS-

	Origination State
	SIS-
	SIS-
	SIS-
	SIS-

	Origination Timestamp
	SIS-
	SIS-
	SIS-
	SIS-

	Proxy Information
	SIS-
	SIS-
	SIS-
	SIS-

	Route Information
	SIS-
	SIS-
	SIS-
	SIS-


End of Change
