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1	Decision/action requested
Discussion and approval
2	References
[1] 3GPP TS 36.300 Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); overall description; Stage 2
[2] 3GPP TS 37.320: "Universal Terrestrial Radio Access (UTRA) and Evolved Universal Terrestrial Radio Access (E-UTRA); Radio measurement collection for Minimization of Drive Tests (MDT); Overall description, Stage 2".
3	Rationale
Introduce MBSFN MDT related changes in TS 32.422.
4	Detailed proposal

	First modification



[bookmark: _Toc406661324][bookmark: _Toc406661332]4.1.3	Management deactivation
::::::
4.1.3.8	Deactivation mechanisms at UE for MDT
The UE shall silently discard a logged MDT or Logged MBSFN MDT trace session when logging duration expires and shall indicate the availability of logged measurement results to the network next time it enters connected mode.
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4.1.4.9	EPC deactivation mechanisms for MDT
When the MME receives a Trace Session Deactivation request for an MDT Trace Session of a UE, it shall act according to the following.
In case of an immediate MDT trace session and the UE being in connected mode, the MME shall send trace session deactivation toward the eNodeB. The eNodeB shall deactivate the corresponding MDT RRC measurements in the UE and shall discard the given trace session context.
In case of an immediate MDT trace session and the UE being in idle mode, the MME shall silently discard the stored trace session context.
NOTE: 	Signaling based deactivation does not apply for logged MDT or Logged MBSFN MDT trace sessions, the logged MDT and Logged MBSFN MDT trace session terminates when logging duration expires.
[bookmark: _Toc406661349]4.1.4.10	Deactivation mechanisms at UE for MDT
The UE shall discard a logged MDT or Logged MBSFN MDT trace session when logging duration expires and shall indicate the availability of logged measurement results to the network next time it enters connected mode. 

