3GPP TSG SA WG5 (Telecom Management) Meeting #100
S5-152164
13-17 April 2015, Dubrovnik (Croatia)
revision of S5-152abc
Source:
KDDI
Title:
pCR TR32.842 Adding potential requirements for mixed network management
Document for:
Approval
Agenda Item:
6.5.3
1
Decision/action requested

Discuss and approve on the text proposal.
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Rationale

This contribution proposes followings;
· A modification of existing potential requirement of [1]. In the existing requirement of REQ-NFVM_VN-CON-5, it is defined that EM should support the VNF lifecycle management functionalities but it is mentioned that the functionalities are executed “through Itf-N”. But in section 5.7.2 [2], it is specified that the VNF lifecycle management is executed through the Ve-Vnfm-em reference point. Based on this, the reference point should not be limited to Itf-N for EM itinitation of lifecycle management. 

· Additional requirements for management of mixed network for [1]. These requirements are based on use case described in [3]. Existing requirements do not cover any interactions with EM controlling PNF. So this contribution proposes addition of some requirements.
4
Detailed proposal

	1st Modified Section


6
Potential requirements

6.1
Requirements for management of VNF only network

REQ-NFVM_VN-CON-5 EM should support the following lifecycle management functionalities:

-
Support the lifecycle management of VNF based on EM capabilities described in section 5.7.2, 7.2.4 and 7.2.5 [2] to allow NM acquire the information of lifecycle management through Itf-N, including,

-
Inform NM of the VNF lifecycle management events, such as the changes of VNF instance and virtualized resources of the VNF.

-
Inform NM of the VNF lifecycle operations’ result.
	End


	2nd Modified Section


6.2
Requirements for management of mixed network

REQ-NFVM_MN-CON-x1 NM should be able to notify EM controlling PNF of VNF lifecycle change.

REQ-NFVM_MN-CON-x2 EM controlling PNF should be able to support the following actions based on the notification from NM after VNF lifecycle change event:

· Adjustment connection parameters alined for VNF lifecycle change event.
· Configuration change alined for VNF lifecycle change event.  
	End


