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1
Decision/action requested

This is a pCR to TR 32.843 for introduction and selection of dedicated profile for Scenario 2 Roaming Mobile – Fixed Broadband Access Convergence
2
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[2]
TS 23.203: "Policy and charging control architecture".
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TS 29.212: "Policy and Charging Control (PCC); Reference points".
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TS 29.213: "Policy and Charging Control signalling flows and Quality of Service (QoS) parameter mapping".
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TS 29.214: "Policy and Charging Control over Rx reference point ".

[6] 
TS 29.215: "Policy and Charging Control (PCC) over S9 reference point".
3
Rationale

This pCR proposes to introduce and select of dedicated profile for Scenario 2 Roaming Mobile – Fixed Broadband Access Convergence 
4
Detailed proposal

The following changes are proposed to be incorporated into TR 32.843 [1]  

	First change


4.3.X
Scenario X: Gy in Mobile - Fixed Broadband Access Convergent Roaming Architecture
4.3.X.1
Requirements

The current PS Flow Based online charging for non-seamless WLAN offload traffic from a 3GPP UE when served by IP-Edge [PCEF] is specified in TS 32.251 [11] Annex D, and offers the same set of capabilities as PS Flow Based online charging for 3GPP UE served by PGW [PCEF], both within the PLMN. 
Interoperability simplification is similarly required as in clause 4.3.1.1.    
4.3.X.2
Alternative solutions
4.3.X.2.1
Solution 1 – Dedicated profile 1 – Gy FBA Convergent
Same description as dedicated profile 1- Gy LBO for scenario 1 in clause 4.3.1.2.1 with following differences:

-
P-GW is replaced by IP-Edge [PCEF]
-
Table 4.3.1.2.1.3.4:  MS Time Zone, User Location Info and RAT Type are not applicable.
-
Below table 4.3.X.2.1.1 applies in addition:
Table 4.3.X.2.1.1: PS Information additional field for inter-PLMN
	Information Element
	Category
	Description

	Access Line Identifier 
	OC
	As specified in TS 32.251 [11]

	Fixed User Location Information
	OC
	As specified in TS 32.251 [11]


4.3.X.3
Evaluation and recommendation
It is concluded to adopt Solution 1 – Dedicated profile 1- Gy FBA Convergent. 
This solution should be introduced in a new Informative Annex in TS 32.251[11].
	End of changes


