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1
Decision/action requested

This contribution proposes to update LCM requirements of NM.
2
References

[1]
3GPP TR 32.842 Study on network management of virtualized networks
[2]
ETSI GS NFV-MAN 001
3
Rationale
This contribution is to update LCM requirements of NM.
4
Detailed proposal
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6.1
Requirements for management of VNF only network

6.1.5 LCM requirements 

REQ-NFVM_VN-LCM-CON-1 EM should support the following lifecycle management functionalities:

-
Support the lifecycle management of VNF based on EM capabilities described in section 5.7.2, 7.2.4 and 7.2.5 [2] to allow NM acquire the information of lifecycle management through Itf-N, including,

-
Inform NM of the VNF lifecycle management events, such as the changes of VNF instance and virtualized resources of the VNF.

-
Inform NM of the VNF lifecycle operations’ result.
REQ-NFVM_VN-LCM-CON-2 EM should be able to initiate VNF scaling request to VNFM through Ve-Vnfm-em reference point.

REQ-NFVM_VN-LCM-CON-3 NM should be able to initiate the VNF scaling request to NFVO through Os-Ma-nfvo reference point. 

REQ-NFVM_VN-LCM-CON-4 NM should be able to initiate the NS scaling request to NFVO through Os-Ma-nfvo reference point.
REQ-NFVM_VN-LCM-CON-5 It should be possible for NM to obtain the information about currently available resources from NFVO.

REQ-NFVM_VN-LCM-CON-6 NM should be able to initiate the instantiation of VNF(s).
REQ-NFVM_VN-LCM-CON-7 NM should be able to initiate the termination of VNF instance(s).
REQ-NFVM_VN-LCM-CON-8 NM should be able to initiate the contraction of VNF instance(s).
REQ-NFVM_VN-LCM-CON-9 NM should be able to initiate the expansion of VNF instance(s).
REQ-NFVM_VN-LCM-CON-10 NM may consume the following operations related to Network Service lifecycle management produced by NFVO through Os-Ma-nfvo reference point: 
· Network Service Descriptor management.
· Network Service lifecycle management.

· Network Service lifecycle change notification.
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6.2
Requirements for management of mixed network

6.2.5 LCM requirements

REQ-NFVM_MN-LCM-CON-1 NM informs relevant EM(s) about VNF lifecycle change.

REQ-NFVM_MN-LCM-CON-2 EM should support the following functionalities when it is informed of VNF lifecycle change event:

· Determine if adjustment of configuration parameters is required for its managed PNFs and VNFs, as a result of VNF lifecycle change event.
· Perform the adjustment when the determination is positive.
REQ-NFVM_MN-LCM-CON-x NM may consume the operations related to Network Service lifecycle management produced by NFVO through Os-Ma-nfvo reference point.
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