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1
Decision/action requested

Approve the pCR
2
References

[1]



3GPP TR 32.862-030
3
Rationale

1. The ETSI TS 102 250-2, which is used in both ref. [6] and [8] of this TR [1], has been updated to version 2.4.1 (2015-05), which therefore should replace both references [6] and [8]. This has some impact on the Web access KQIs, which therefore need to be updated to be consistent with the new version.
2. The "Streaming Rebuffering Failure Ratio" entry in clause 4.2.4.2 is incorrect, probably due to an earlier copy-paste error, and should be removed.
3. Some formulas are missing for the ETSI KQIs in [6] – added in this pCR.
4
Detailed proposal

See tracked changes below.
	First modification
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ITU-T P.10/G.100 (07/2006): Vocabulary for performance and quality of service.
[3]
ITU-T P.10/G.100 amendment 2 (07/2008): Vocabulary for performance and quality of service.
[4]
ITU-T Recommendation E.800 (09/2008): Definitions of terms related to quality of service.
[5]

ITU-T Recommendation P.800.1 (07/2006) : Mean Opinion Score (MOS) terminology.
[6]
ETSI TS 102 250-2 V2.4.1 (2015-05): "Speech and multimedia Transmission Quality (STQ); QoS aspects for popular services in mobile networks; Part 2: Definition of Quality of Service parameters and their computation".

[7]
ETSI TS 132 455 V11.0.0: "LTE; Telecommunication management; Key Performance Indicators (KPI) for the Evolved Packet Core (EPC); Definitions (3GPP TS 32.455 version 11.0.0 Release 11)"
[8]
Void
[9]
NGMN Technical Report Service Quality Definition and Measurement (P-SERQU),  https://www.ngmn.org/uploads/media/NGMN-P-SERQU_Service_Quality_Definition_and_Measurement_-_A_Technical_Report_by_NGMN_Alliance__v1_0_4_a.pdf
	Next modification


4.1.1.2
ETSI




	Name
	Definition
	Details

	
	
	

	
	
	

	"HTTP IP-Service Access Failure ratio [%]"  [6]
	"The IP-service access ratio denotes the probability that a subscriber cannot establish a TCP/IP connection to the server of a service successfully."
	Formula: 

"(unsuccessful attempts to establish an IP connection to the server / all attempts to establish an IP connection to the server) * 100"


4.1.1.3
NGMN

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.1.1.4
TM Forum

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.1.2
Web Browsing Retainability 
4.1.2.1
QuEST Forum

	Name
	Definition
	Details

	"Web Browsing Retainability"
	"Measured as the ratio between the successful resource downloads and the total resource download attempts."
	Formula:

"Web_Successful_Resources ÷ Web_Attempted_Resources".

UT: "User sees the first content -> User sees the last content or stops downloading".

TT: "First data received or cached data acknowledged -> Last data received or cached data acknowledged".

	
	
	


4.1.2.2
ETSI

	Name
	Definition
	Details

	
	
	

	
	
	

	"HTTP Data Transfer Cut-off Ratio [%]"  [6]
	"The data transfer cut-off ratio is the proportion of incomplete data transfers and data transfers that were started successfully."
	Formula: 

"(incomplete data transfers / successfully started data transfers) * 100"

	
	
	

	
	
	

	
	
	


4.1.2.3
NGMN

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.1.2.4
TM Forum 

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.1.3
Web Browsing Access Time 
4.1.3.1
QuEST Forum

	Name
	Definition
	Details

	"Web Access Time"
	"Measured for the 1st request-response pair belonging to a webpage: latency between first protocol request and first response."
	Formula:

"Average of Timestamp Of (Web Successful Start) – Timestamp Of (Web Attempted Start)".

UT: "User request -> User sees the first content".

TT: "Network Access request/DNS Query/SYN/First GET -> First data received or cached data acknowledged".

Note: "Network Access request/DNS Query/SYN/First GET” means four different trigger points and the first one of these that occurs is used in the measurement.

	
	
	


4.1.3.2
ETSI

	Name
	Definition
	Details

	
	
	

	"HTTP IP-Service Setup Time [s]"  [6]
	"The setup time describes the time period needed to access the service successfully, from starting the dial-up connection to the point of time when the content is sent or received.
	Formula: 

"(t IP-Service access successful - t IP-Service access start) [s]"

	
	
	


4.1.3.3
NGMN

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.1.3.4
TM Forum 

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.1.4
Web Browsing Download Time 
4.1.4.1
QuEST Forum

	Name
	Definition
	Details

	"Web Browsing Download Time"
	"Measured as the download time of resources belonging to a web page."
	Formula:

- (Not standardized, i.e. proprietary)
UT: "User sees the first content -> User sees the last content or stops downloading".

TT: "First data received or cached data acknowledged -> Last data received or cached data acknowledged".

	
	
	


4.1.4.2
ETSI

	Name
	Definition
	Details

	
	
	

	"HTTP Session Time [s]"  [6]
	"The session time is the time period needed to successfully complete a PS data session.
	Formula: 

"(t session end - t session start) [s]"


4.1.4.3
NGMN

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.1.4.4
TM Forum

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.2

Unidirectional video streaming

4.2.1
Video Accessibility 
4.2.1.1
QuEST Forum

	Name
	Definition
	Details

	"Video Accessibility"
	"Measured as ratio between the number of HTTP requests and successful responses when the user starts downloading a video."
	Formula:

"Started÷Attempted".

UT: "User request -> User sees the first content".

TT: "First GET -> Initial Buffer Full".

	
	
	


4.2.1.2
ETSI 

	Name
	Definition
	Details

	"Service Request Success Rate" [7]
	"This KPI describes the ratio of the number of successfully performed service request procedures by UE to the number of attempted service request procedures by UE and is used to evaluate service accessibility provided by EPS and network performance."
	

	"Streaming Service Non Accessibility" [6]
	"The parameter Streaming Service Non-Accessibility describes the probability that the first data packet of the stream cannot be received by the UE when requested by the user. The ""packet reception"" is completed by appearance of the ""buffering"" message on the player at user side. The first data packet refers to RTP protocol."
	Formula: 

"(unsuccessful streamrequest attempts / all streamrequest attempts) * 100"


4.2.1.3
NGMN

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.2.1.4
TM Forum 

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.2.2
Video Retainability 
4.2.2.1
QuEST Forum

	Name
	Definition
	Details

	None
	
	QuEST Forum decided not to standardize this due to customer behaviour (rarely viewing a video to the full end, causing a poor retainability KPI)

	
	
	


4.2.2.2
ETSI

	Name
	Definition
	Details

	"Streaming Reproduction Cut off Ratio [%]" [6]
	"The parameter Streaming Reproduction Cut-off Ratio describes the probability that a successfully started stream reproduction is ended by a cause other than the intentional termination by the user."
	Formula: 

"(unintenionally terminated streamreproductions / all successfully started streamreproductions) * 100"

	
	
	


4.2.2.3
NGMN

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.2.2.4
TM Forum 

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.2.3
Video initial buffering time
4.2.3.1
QuEST Forum

	Name
	Definition
	Details

	"Video Access Time"
	"Measures from the request to start of the video (e.g. pushing the button on the handset), until the default media stream is presented on the screen."
	Formula:

"TimeStarted-TimeAttempted".

UT: "User request -> User sees the first content".

TT: "Network Access request/DNS Query/SYN/First GET -> Last data received".

Note: "Network Access request/DNS Query/SYN/First GET” means four different trigger points and the first one of these that occurs is used in the measurement.

	
	
	


4.2.3.2
ETSI

	Name
	Definition
	Details

	"Streaming Service Access Time" [6]
	"The parameter Streaming Service Access Time describes the duration of a service access from requesting the stream at the portal until the reception of the first stream data packet at the UE. The first data packet refers to RTP protocol."
	Formula: 

"(t reception of first data packet – t streamrequest) [s]"

	
	
	


4.2.3.3
NGMN

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.2.3.4
TM Forum 

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.2.4
Video Freeze Rate

4.2.4.1
QuEST Forum

	Name
	Definition
	Details

	"Video Freeze Rate"
	"Measured by comparing the media timestamp to the actual transport packet timestamp. Number and duration of media freezes estimated."
	Formula:

"Freeze_Count / Media_Time".

UT: "User sees the first content -> User sees the last content or stops playing".

TT: "Initial Buffer Full -> Last data received".

	
	
	


4.2.4.2
ETSI

	Name
	Definition
	Details

	
	
	

	
	
	


4.2.4.3
NGMN

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.2.4.4
TM Forum 

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.2.5
Video stall time ratio 
4.2.5.1
QuEST Forum

	Name
	Definition
	Details

	"Video Freeze Time Ratio"
	"Measured by comparing the media timestamp to the actual transport packet timestamp. Total length of freezes per viewing time estimated."
	Formula:

"Sum_of_Freeze_Times/Media_Time".

UT: "User sees the first content -> User sees the last content or stops playing".

TT: "Initial Buffer Full-> Last data received".

	
	
	


4.2.5.2
ETSI

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.2.5.3
NGMN

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.2.5.4
TM Forum 

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.2.6
Video Quality 
4.2.6.1
QuEST Forum

	Name
	Definition
	Details

	TBD, waiting for ITU-T standard to be ready.
	"Video Quality: Estimated Mean Opinion Score (1..5)."
	"To Be Based on ITU-T MOS model / P.NATS algorithm".

UT: "User sees the first content -> User sees the last content or stops playing".

TT: "Initial Buffer Full -> Last data received".

	
	
	


4.2.6.2
ETSI

	Name
	Definition
	Details

	"Streaming Video Quality" [6]
	"The parameter Streaming Video Quality measures the quality of the video stream."
	No calculation method or formula defined.


	"Streaming Audio Quality" [6]
	"The parameter Streaming Audio Quality describes the audio quality as perceived by the end-user."
	No calculation method or formula defined.




4.2.6.3
NGMN

All of the metrics analysed in NGMN Technical Report Service Quality Definition and Measurement (P-SERQU) [9] define same quality indicator, i.e. video quality, and just represent different methods of identifying of calculating the KQI.

	Name
	Definition
	Details

	Peak Signal to Noise Ratio (PSNR)
	PSNR is introduced in section 5.1.1 of NGMN P-SERQU [x]. It uses Mean Square Error method to assess the quality of the video.   


	Details of PSNR calculation can be found in appendix 9.1 of [x].

	Structural Similarity (SSIM)
	SSIM is introduced in section 5.1.2 of NGMN P-SERQU [x]. It relies on degradation of key artifacts of the video to take into account real human perception.
	Details of SSIM can be found in appendix 9.2 of [x].



	Video Quality Metric (VQM)
	Video Quality Metric (VQM) is introduced in section 5.1.3 of NGMN P-SERQU [x]. It uses reduced-reference metrics that utilizes features extracted from spatial-temporal regions of the video sequence.  
	Details of Video Quality Metric (VQM) can be found in appendix 9.3 of [x].

	Objective Perceptual Multimedia Video Quality Measurement (VQUAD)
	Objective Perceptual Multimedia Video Quality Measurement (VQUAD) is introduced in section 5.1.4 of NGMN P-SERQU [x]. It uses full-reference metrics and has better robustness for new codecs and less dependency on video types. 
	Details of Objective Perceptual Multimedia Video Quality Measurement (VQUAD) can be found in appendix 9.4 of [x].


4.2.6.4
TM Forum 

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.3
File transfer


4.3.1
File Transfer Accessibility 
4.3.1.1
QuEST Forum

	Name
	Definition
	Details

	None
	
	

	
	
	


4.3.1.2
ETSI

	Name
	Definition
	Details

	"FTP IP-Service Access Failure Ratio [%]" [6]
	"The IP-service access ratio denotes the probability that a subscriber cannot establish a TCP/IP connection to the server of a service successfully."
	Formula: 

"(unsuccessful attempts to establish an IP connection to the server / all attempts to establish an IP connection to the server) * 100"

	
	
	


4.3.1.3
NGMN

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.3.1.4
TM Forum 

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.3.2
File Transfer Retainability 
4.3.2.1
QuEST Forum

	Name
	Definition
	Details

	None
	
	

	
	
	


4.3.2.2
ETSI

	Name
	Definition
	Details

	"FTP Data Transfer Cut off Ratio [%]" [6]
	"The data transfer cut-off ratio is the proportion of incomplete data transfers and data transfers that were started successfully."
	Formula: 

"(incomplete data transfers / successfully started data transfers) * 100"

	
	
	


4.3.2.3
NGMN

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.3.2.4
TM Forum 

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.3.3
File Transfer Access Time 
4.3.3.1
QuEST Forum

	Name
	Definition
	Details

	None
	
	

	
	
	


4.3.3.2
ETSI

	Name
	Definition
	Details

	"FTP IP-Service Setup Time" [6]
	"The IP-service setup time is the time period needed to establish a TCP/IP connection to the server of a service, from sending the initial query to a server to the point of time when the content is sent or received."
	Formula: 

"(t IP-Service access successful - t IP-Service access start) [s]"

	
	
	


4.3.3.3
NGMN

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.3.3.4
TM Forum 

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.3.4
File Transfer Throughput
4.3.4.1
QuEST Forum

	Name
	Definition
	Details

	None
	
	

	
	
	


4.3.4.2
ETSI

	Name
	Definition
	Details

	"FTP Mean Data Rate" [6]
	"After a data link has been successfully established, this parameter describes the average data transfer rate measured throughout the entire connect time to the service. The data transfer shall be successfully terminated. The prerequisite for this parameter is network and service access."
	Formula: 

"user data transferred [kbit]  / (t data transfer complete – t data transfer start) [s]"

	
	
	


4.3.4.3
NGMN

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


4.3.4.4
TM Forum 

	Name
	Definition
	Details

	To Be Completed
	
	

	
	
	


	End of modifications
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