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	First change


5.3.2.3.2
Indication to the UE of the reason for IMS service release 

As a result of service termination triggering in IMS-GWF, the IMS service shall be denied to end-users. The network should provide an indication to UEs of the reason the service has been released or rejected. The procedure shall depend on the charged party.

The network should provide UEs with an indication of the reason the service has been released or rejected. However, this reason shall depend on whether the UE is the charged party or not. The premise is that only the charged party should know that the IMS service is being rejected / released because of OCS interaction.

OCS may need to notify charged party using announcements. In this case OCS shall use OCS-provided announcements for IMS online charging as specified in section 5.X.X.X.

-
IMS specific protocol issues as defined in TS 24.229 [204].

A)
In this scenario, the Response Code of the SIP response shall indicate the server understood the request but is refusing to fulfil it and that this request should not be repeated. The SIP response may include additional information about the cause to reject/release the IMS service. The presence of this additional error information in the response shall be operator configurable and may be derived from OCS-provided announcement information if present in Ro response.
If no OCS-Provided annoucncement information is contained in the Ro response, then the additional information included in the SIP response may contain a SIP URI. The UE may treat the SIP URI as if it were a Contact in a redirect and generate a new SIP INVITE, resulting, for example, in a recorded announcement session being established.However, if OCS adds announcements information in the Ro response than AS/IMS-GW shall perform SIP signalling according to 24.229 so that required announcement is played to charger party.

B)
The IMS-GWF generates a SIP request (e.g. SIP BYE or SIP CANCEL) as a result of the IMS Service Termination procedure:


In this scenario, the IMS-GWF may include a ‘Reason' field in the request which provides additional information about the cause to reject/release the IMS service. The presence of this additional information in the request shall be operator configurable.
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