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1
Decision/action requested

The group is asked to discuss and agree on the proposed text change.
2
References

[1]
TR 28.500 Management concept, architecture and requirements for mobile networks that include virtualized network functions
3
Rationale
See the discussion paper on the concepts for NFV (Mobile NE, VNF, NM, DM, EM).
4
Detailed proposal
	1st proposed change


4
Background and Concepts
4.1 
Background

It is expected that future implementation options for the entities of the 3GPP system include various technologies for virtualization. Network and service providers make use of different information in several different ways which also may vary from network to network and from time to time. Hence, entities of the 3GPP system that have been implemented with virtualization options should be managed in the same manner as entities implemented with non-virtualization options, to the extent possible.
Virtualized 3GPP entities still require some underlying hardware resources. One of the NFV business objectives is that VNFs are procured independently from the underlying hardware resources. The underlying hardware resources are expected to be administered independently from the virtualized entities required for the 3GPP system.
4.2 
Concepts
4.2.X 
Mobile NE and VNF
The relation between Mobile NE and VNF can be illustrated as below:
                   VNF                                              Mobile NE

When the mobile NE is deployed on a Network Function Virtualisation Infrastructure (NFVI), the relation between mobile NE deployed on NFVI and VNF is shown below:


· For the creation of the mobile NE which deployed on NFVI, it’s necessary to configure the mobile specific parameters after the VNF is instantiated.

· For the deletion of the mobile NE which deployed on NFVI, it’s necessary to release the management object of the selected mobile NE with minimal impact to the running services. 

	End
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