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	First change


6.3.1.1
IMS charging information assignment for Service Information

The components in the Service Information that are use for IMS charging can be found in Table 6.3.1.1.1. 

Table 6.3.1.1.1: Service Information used for IMS charging

	Information Element
	Category
	Description
	Provided 

by IMS NE

	Service Information
	OM
	This is a structured field and holds the 3GPP specific parameter as defined in TS 32.299 [50]. For IMS Charging the IMS Information is used.
	All

	
Subscriber Identifier
	OM
	Described in TS 32.299 [50] and contains the Private User Identity and / or Public User Identity/Identities, if offline charging applies.
	Not in I-CSCF, nor MGCF,

nor BGCF

	
IMS Information
	OM
	This is a structured field and holds the IMS specific parameters. The details are defined in clause 6.3.1.2.
	All

	
PS Information
	OC
	This is a structured field and holds PS specific parameters. The complete structure is defined in TS 32.251 [11].
	All

	
GGSN Address
	OC
	This field holds the IP-address of the GGSN that generated the GPRS Charging ID, as described in [1]. 
	Not in I-CSCF 
nor MGCF

nor BGCF

nor IBCF

	User  Location Info
	OC
	This field contains the network provided location information for 3GPP accesses, if available..
	Not in MGCF

nor BGCF 

nor TF

	MS Time Zone
	OC
	This field indicates the offset between universal time and local time in steps of 15 minutes of where the MS currently resides.
	Not in MGCF
nor BGCF 
nor TF

	Subscriber Equipment Number
	OC
	This field contains the identification of the mobile device (i.e., IMEI) that the subscriber is using. Note: In TS 32.251 [11], this is identified as User Equipment Info within PS Information.
	P-CSCF, S-CSCF, AS

	      AoC Information 
	OC
	This is a structured field and holds AoC specific parameters. The complete structure is defined in TS 32.280 [36].
	IMS-GWF, AS

	       Tariff Information 
	OC
	This is a structured field and holds the Tariff specific parameters. 
	IMS-GWF, AS

	VCS Information
	OC
	This is a structured field and holds VCS specific parameters. The complete structure is defined in TS 32.276 [36].
	MGCF

	ISUP Cause
	OC
	This indicates the reason the call was released.
	MGCF


	Next change


6.3.3
Detailed message format for online charging

The following table specifies per Operation Type the charging data that are sent by each of the IMS Network Elements for:

-
IMS session and IMS event (I/U/T/E)

IMS-GWF, AS

-
IMS session only (I/U/T)

MRFC

The Operation Types are listed in the following order: I (Initial)/U (Update)/T (Terminate)/E (Event). Therefore, when all Operation Types are possible it is marked as IUTE. If only some Operation types are allowed for a node, only the appropriate letters are used (i.e. IUT or E) as indicated in the table heading. The omission of an Operation Type for a particular field is marked with "-" (i.e. IU-E). Also, when an entire filed is not allowed in a node the entire cell is marked as "-".

Note that not for all structured fields the individual field members are listed in the table. Detailed descriptions of the fields are provided in TS 32.299 [50].

Table 6.3.3.1 illustrates the basic structure of the supported fields in the Debit / Reserve Units Request for IMS online charging.

Table 6.3.3.1: Supported fields in Debit / Reserve Units Request message

	Information Element
	Node Type
	IMS-GWF
	MRFC
	AS

	
	Supported Operation Types
	I/U/T/E
	I/U/T
	I/U/T/E

	Session Identifier
	IUTE
	IUT
	IUTE

	Originator Host
	IUTE
	IUT
	IUTE

	Originator Domain
	IUTE
	IUT
	IUTE

	Destination Domain
	IUTE
	IUT
	IUTE

	Operation Identifier
	IUTE
	IUT
	IUTE

	Operation Token
	IUTE
	IUT
	IUTE

	Operation Type
	IUTE
	IUT
	IUTE

	Operation Number
	IUTE
	IUT
	IUTE

	Destination Host
	IUTE
	IUT
	IUTE

	User Name
	IUTE
	IUT
	IUTE

	Origination State
	IUTE
	IUT
	IUTE

	Origination Timestamp
	IUTE
	IUT
	IUTE

	Subscriber Identifier
	IUTE
	IUT
	IUTE

	Termination Cause
	—T-
	—T
	—T-

	Requested Action
	---E
	-
	---E

	Multiple Operation
	IUTE
	IUT
	IUTE

	Multiple Unit Operation
	IUTE
	IUT
	IUTE

	
Service Units Requested
	IU-E
	IU-
	IU-E

	
Service Units Used
	-UT-
	-UT
	-UT-

	Subscriber Equipment Number
	IUTE
	IUT
	IUTE

	Proxy Information
	IUTE
	IUT
	IUTE

	Route Information
	IUTE
	IUT
	IUTE

	Extended Information
	IUTE
	IUT
	IUTE

	Service Information with IMS, PS and AoC Information

	Event Type
	IUTE
	IUT
	IUTE

	Role Of Node
	IUTE
	-
	IUTE

	Node Functionality
	IUTE
	IUT
	IUTE

	User Session Id
	IUTE
	IUT
	IUTE

	Outgoing Session ID
	-
	-
	IUTE

	Session Priority
	I--E
	I--
	I--E

	Calling Party Address
	IUTE
	IUT
	IUTE

	Called Party Address
	IUTE
	IUT
	IUTE

	Number Portability routing information
	I--E
	-
	I--E

	Carrier Select routing information
	I--E
	-
	I--E

	Requested Party Address
	I--E
	I--
	I--E

	Called Asserted Identity
	-U-E
	-U-
	-U-E

	Associated URI
	---E
	-
	-

	Application Server Information
	IUTE
	IUT
	-

	Inter Operator Identifier
	IUTE
	IUT
	IUTE

	Transit IOI List
	IUTE
	IUT
	IUTE

	IMS Charging Identifier
	IUTE
	IUT
	IUTE

	Related IMS Charging Identifier
	-
	-
	IUTE

	Related IMS Charging Identifier Generation Node
	-
	-
	IUTE

	SDP Session Description
	IU--
	IU-
	IU--

	SDP Media Component
	IU--
	IU-
	IU--

	GGSN Address
	IU--
	IU-
	IU--

	User Location Info
	IUTE
	IUT
	IUTE

	MS Time Zone
	IUTE
	IUT
	IUTE

	Served Party
	-
	-
	-

	Server Capabilities
	-
	-
	-

	Trunk Group ID
	-
	-
	-

	Bearer Service
	-
	-
	-

	Service Id
	-
	IUT
	-

	Service Specific Info
	-
	-
	-

	Messages Bodies
	IUTE
	-
	IUTE

	Cause Code
	--TE
	--T
	--TE

	Reason Header
	--TE
	--T
	--TE

	Access Network Information
	IUTE
	IUT
	IUTE

	Additional Access Network Information
	IUTE
	IUT
	IUTE

	IMS Communication Service ID
	I--E
	-
	I—E

	Tariff Information
	-U--
	-
	-U--

	Initial IMS Charging Identifier
	-
	-
	IUTE

	From Address
	IUTE
	IUT
	IUTE

	Access Transfer Information
	-
	-
	-UTE

	IMS Emergency Indication
	-
	-
	-

	IMS Visited Network Identification
	IUTE
	-
	IUTE

	Route Header Received
	-
	-
	-

	Route Header Transmitted
	-
	-
	-

	Instance Id
	IUTE
	-
	IUTE


Table 6.3.3.2 illustrates the basic structure of the supported fields in the Debit / Reserve Units Response for IMS online charging.

Table 6.3.3.2: Supported fields in Debit / Reserve Units Response message

	Information Element
	Node Type
	IMS-GWF
	MRFC
	AS

	
	Supported Operation Types
	I/U/T/E
	I/U/T
	I/U/T/E

	Session Identifier
	IUTE
	IUT
	IUTE

	Operation Result
	IUTE
	IUT
	IUTE

	Originator Host
	IUTE
	IUT
	IUTE

	Originator Domain
	IUTE
	IUT
	IUTE

	Operation Identifier
	IUTE
	IUT
	IUTE

	Operation Type
	IUTE
	IUT
	IUTE

	Operation Number
	IUTE
	IUT
	IUTE

	Operation Failover
	IUTE
	IUT
	IUTE

	Multiple Unit Operation
	IUTE
	IUT
	IUTE

	Operation Failure Action
	-
	-
	-

	Redirection Host
	-
	-
	-

	Redirection Host Usage
	-
	-
	-

	Redirection Cache Time
	-
	-
	-

	Proxy Information
	-
	-
	-

	Route Information
	-
	-
	-

	Failed parameter
	-
	-
	-

	Extended Information
	IUTE
	IUT
	IUTE

	Service Information with IMS and AoC Information

	Account Expiration 
	-
	-
	IUTE

	Tariff Information
	-U--
	-
	-U--


	End of changes


