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[bookmark: _Toc330832086][bookmark: _Toc333831669][bookmark: _Toc333831820][bookmark: _Toc340599133]4.3.4	UtranRelation
[bookmark: _Toc330832087][bookmark: _Toc333831821][bookmark: _Toc340599134]4.3.4.1	Definition
The UtranRelation IOC contains radio network related parameters for the relation to the UTRANGenericCell or ExternalUTRANGenericCell IOC. 
The UTRANGenericCell and the ExternalUTRANGenericCell may be an FDD mode cell, a lcr (low chip rate) 1.28 Mcps TDD mode cell or a hcr (high chip rate) 3.84 (7.68) Mcps TDD mode cell.
NOTE:	In handover relation terms, the cell containing the UTRAN Relation object is the source cell for the handover. The cell referred to in the UTRAN relation object is the target cell for the handover. 
This defines a one-way handover relation where the direction is from source cell to target cell.
[bookmark: _Toc330832088][bookmark: _Toc333831822][bookmark: _Toc340599135]4.3.4.2	Attributes
	Attribute name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	id
	M
	M
	-
	M
	-

	Attribute related to role
	
	
	
	
	

	adjacentCell
	M
	M
	M
	-
	M


[bookmark: _Toc330832089][bookmark: _Toc333831823][bookmark: _Toc340599136]4.3.4.3	Attribute constraints
	Name
	Definition

	adjacentCell M support qualifier
	This attribute can hold either an UTRANGenericCell (or its derivative) DN or an ExternalUTRANGenericCell (or its derivative) DN or no information.


[bookmark: _Toc330832090][bookmark: _Toc333831824][bookmark: _Toc340599137]4.3.4.4	Notifications
The common configuration notifications defined in subclause 4.5.2 are valid for this IOC, without exceptions or additions.
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[bookmark: _Toc330832100][bookmark: _Toc333831834][bookmark: _Toc340599147]4.3.6.4	Notifications
The common notifications defined in subclause 4.5 are valid for this IOC. In addition, the following set of notification, defined in 3GPP TS 32.662 [10], is also valid.
	Name
	Qualifier
	Notes

	notifyStateChange
	O
	


.

	End of modifications



3GPP
