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1
Decision/action requested

The group is asked to approve the proposed changes to draft TS 28.525.
2
References

[1]
3GPP draft TS 28.525 “Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements”, v.0.1.0
3
Rationale

Specification level Use Cases and Requirements for VNF instance termination are proposed for inclusion to TS 28.525
4
Detailed proposal

	1st Modified Section


6.1.1
Requirements for Itf-N

REQ-NFV_LCM_Itf-N-FUN-1
IRPAgent shall support a capability allowing IRPManager to request VNF instantiation.

REQ-NFV_LCM_Itf-N-FUN-2
IRPAgent shall support a capability to inform IRPManager the result of VNF instantiation.
REQ-NFV_LCM_Itf-N-FUN-x
IRPAgent shall support a capability allowing IRPManager to request VNF instance termination.
REQ-NFV_LCM_Itf-N-FUN-y
IRPAgent shall support a capability to inform IRPManager the result of VNF instance termination.
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6.1.3
Requirements for Ve-Vnfm-em

REQ-NFV_LCM_Ve-Vnfm-em-FUN-1
The Ve-Vnfm-em reference point shall support a capability allowing EM to send VNF instantiation request.

REQ-NFV_LCM_Ve-Vnfm-em-FUN-2
The Ve-Vnfm-em reference point shall support a capability to inform EM the result of VNF instantiation.
REQ-NFV_LCM_Ve-Vnfm-em-FUN-x
The Ve-Vnfm-em reference point shall support a capability allowing EM to send VNF instance forceful termination request.
REQ-NFV_LCM_Ve-Vnfm-em-FUN-y
The Ve-Vnfm-em reference point shall support a capability to inform EM the result of VNF instance termination.
REQ-NFV_LCM_Ve-Vnfm-em-FUN-z1
The Ve-Vnfm-em reference point shall support a capability allowing VNFM to send VNF application graceful termination request.
REQ-NFV_LCM_Ve-Vnfm-em-FUN-z2
The Ve-Vnfm-em reference point shall support a capability to inform VNFM about VNF instance being ready for termination.
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6.4.x
Use case of forceful VNF instance termination through operation request to VNFM by EM

	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To forcefully terminate a VNF instance through operation request to VNFM by EM.
	

	Actors and Roles
	EM detects whether a VNF instance is no longer needed and requests the VNFM to execute the VNF instance termination.
	

	Telecom resources
	EM.

VNFM.

VNF
	

	Assumptions
	
	

	Pre-conditions
	The subject VNF instance is not being used and does not carry traffic.

Necessary operational state and configuration management changes have already been performed.

Note: How 3GPP management system meets the Pre-conditions is out of scope of this UC.
	

	Begins when 
	EM detected that the VNF instance is no longer needed and should be terminated.
	

	Step 1 (M)
	EM sends the VNFM a request to forcefully terminate a VNF instance.
	

	Step 2 (M)
	VNFM executes the procedure to terminate the VNF instance.
	

	Step 3 (M)
	VNFM informs EM about the result of the VNF instance termination.
	

	Ends when
	All the steps identified above are successfully completed.
	

	Exceptions
	
	

	Post-conditions
	The VNF instance has been terminated.
	

	Traceability
	REQ-NFV_LCM_Ve-Vnfm-em-FUN-x, REQ-NFV_LCM_Ve-Vnfm-em-FUN-y
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6.4.y
Use case of VNF instance termination through operation request to EM by NM

	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To terminate a VNF instance through operation request to EM by NM.
	

	Actors and Roles
	NM detects whether a MF instance corresponding to a VNF instance is no longer needed and requests the EM to execute the VNF instance termination.
	

	Telecom resources
	NM.

EM.
MF.
VNF
	

	Assumptions
	VNF instance may be in use and carrying traffic

Prior to requesting VNF instance termination to EM, NM may perform necessary operational state and configuration changes to neighbouring NEs (including those under control of other EMs)
	

	Pre-conditions
	NM already performed necessary operational state and configuration changes to neighbouring NEs (including those under control of other EMs).

Note: How NM meets the Pre-conditions is out of scope of this UC.
	

	Begins when 
	NM detected that MF instance corresponding to the VNF instance is no longer needed and should be terminated.
	

	Step 1 (M)
	NM sends the EM a request to terminate MF corresponding to a VNF instance.
	

	Step 2 (M)
	EM performs operational state and configuration changes within its scope of control
	

	Step 3 (M)
	EM requests VNFM to forcefully terminate VNF instance.
	Use case in 6.4.x

	Step 3 (M)
	EM informs NM about the result of the MF/VNF instance termination.
	

	Ends when
	All the steps identified above are successfully completed.
	

	Exceptions
	
	

	Post-conditions
	The VNF instance has been terminated.
	

	Traceability
	REQ-NFV_LCM_Itf-N-FUN-x, REQ-NFV_LCM_Itf-N-FUN-y
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6.4.z
Use case of graceful VNF instance termination through operation request to EM by VNFM

	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To gracefully terminate a VNF instance through operation request to EM by VNFM.
	

	Actors and Roles
	VNFM detects that a VNF instance needs to be terminated in a graceful way (with minimal or no negative impact to the VNF application) and requests the EM to execute the VNF application termination.
	

	Telecom resources
	VNFM
EM

NM

VNF
	

	Assumptions
	VNF instance may be in use and carrying traffic

VNF termination may be initiated by NFVO (e.g. as part of NS auto-scaling) or requested by OSS (e.g. as part of NS LCM operation)

The need for graceful VNF termination (VNF application termination) may be explicitly expressed in a VNF termination request received by VNFM or specified in VNFD.
	

	Pre-conditions
	VNFM is able to communicate with EM managing the VNF application carried by VNF instance to be terminated.
	

	Begins when 
	VNFM detected that VNF instance needs to be terminated in a graceful way.
	

	Step 1 (M)
	VNFM sends the EM a request to terminate VNF application carried by identified VNF instance.
	

	Step 2 (M)
	EM performs operational state and configuration changes within its scope of control
	

	Step 3 (O)
	EM notifies NM about performed changes
	

	Step 4 (O)
	EM notifies VNFM about VNF instance being ready for termination

NOTE: Certain VNFM/VNF implementations may allow this step to be replaced by a timer expiration on VNFM side.
	

	Step 5 (M)
	VNFM performs VNF instance termination.
	

	Ends when
	All the steps identified above are successfully completed.
	

	Exceptions
	
	

	Post-conditions
	The VNF instance has been terminated.
	

	Traceability
	REQ-NFV_LCM_Ve-Vnfm-em-FUN-z1, REQ-NFV_LCM_Ve-Vnfm-em-FUN-z2
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