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[bookmark: _Toc359414327]1	Scope
The present document specifies the Solution Set definitions for the IRP whose semantics is specified in 3GPP TS 28.628 [4] SON Policy Network Resource Model IRP: Information Service (IS).
This Solution Set definitions specification is related to 3GPP TS 28.628 V12.01.X [4].
	Next Modified Section


[bookmark: _Toc359414328]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
· For a specific reference, subsequent revisions do not apply.
· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".
[3]	3GPP TS 32.102: "Telecommunication management; Architecture".
[4]	3GPP TS28.628: "Telecommunication management; Self-Organizing Networks (SON) Policy Network Resource Model (NRM) Integration Reference Point (IRP): Information Service (IS)".
[5]	3GPP TS 32.616: "Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP); Solution Set (SS) definitions".
[6]	3GPP TS 32.606: "Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP); Solution Set (SS) definitions".
[7]	3GPP TS 32.300: "Telecommunication management; Configuration Management (CM); Name convention for Managed Objects".
[8]	3GPP TS 28.623: "“Generic network resources Integration Reference Point (IRP); Solution Set (SS) definition"”.
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[bookmark: _Toc359414339]A.2.2.1	IOC SONTargets
	[bookmark: OLE_LINK5][bookmark: OLE_LINK6]IS Attributes
	SS Attributes
	SS Type

	
	
	

	hoFailureRate
	hoFailureRate
	GenericSONPolicyNRMAttributeTypes:: HooTarget

	rrcConnection
EstablishmentFailure
RateCharacteristic
	rrcConnection
EstablishmentFailure
RateCharacteristic
	GenericSONPolicyNRMAttributeTypes:: CacTargetLink

	rrcConnection
AbnormalReleaseRate
Characteristic
	rrcConnection
AbnormalReleaseRate
Characteristic
	GenericSONPolicyNRMAttributeTypes:: CacTargetLink

	eRabSetupFailure
RateCharacteristic
	eRabSetupFailure
RateCharacteristic
	GenericSONPolicyNRMAttributeTypes:: CacTargetLink

	eRabAbnormalRelease
RateCharacteristic
	eRabAbnormalRelease
RateCharacteristic
	GenericSONPolicyNRMAttributeTypes:: CacTargetLink

	rachOptAccessProbability
	rachOptAccessProbability
	GenericSONPolicyNRMAttributeTypes:: AccessProbabilityROTargetSet

	rachOptAccessDelayProbability
	rachOptAccessDelayProbability
	GenericSONPolicyNRMAttributeTypes:: AccessDelayProbabilityROTargetSet

	*) NOTE 1:	At least one of the attributes shall be supported.
**) NOTE 2: Only one of these attributes shall be present.



	[bookmark: _Toc359414340]Next Modified Section


A.2.2.2	IOC SONControl
	IS Attributes
	SS Attributes
	SS Type

	
	
	

	hooSwitch
	hooSwitch
	boolean

	lboSwitch 
	lboSwitch
	boolean

	cocSwitch
	cocSwitch
	boolean

	esSwitch
	esSwitch
	boolean

	roSwitch
	roSwitch
	boolean

	NOTE:	For all conditional qualifiers, see attribute constraints in TS 28.628 [4].



	[bookmark: _Toc359414341]Next Modified Section


A.2.2.3	IOC ESPolicies
	IS Attributes
	SS Attributes
	SS Type

	
	
	

	esActivationOriginalCellLoadParameters
	esActivationOriginalCellLoadParameters
	CellLoadParameters

	esActivationCandidateCellsLoadParameters 
	esActivationCandidateCellsLoadParameters
	CellLoadParameters

	esDeactivationCandidateCellsLoadParameters
	esDeactivationCandidateCellsLoadParameters
	CellLoadParameters

	esNotAllowedTimePeriod
	esNotAllowedTimePeriod
	ESNotAllowedTimePeriod



	[bookmark: _Toc359414342]Next Modified Section


A.2.2.4	IOC EUtranCellSON
	IS Attributes
	SS Attributes
	SS Type

	
	
	

	maximumDeviationHoTrigger
	maximumDeviationHoTrigger
	GenericSONPolicyNRMAttributeTypes:: MaximumDeviationHoTriggerType

	minimumTimeBetweenHoTriggerChange
	minimumTimeBetweenHoTriggerChange
	GenericSONPolicyNRMAttributeTypes:: MinimumTimeBetweenHoTriggerChangeType



	[bookmark: _Toc359414343]Next Modified Section


A.2.2.5	IOC EnergySavingProperties
	IS Attributes
	SS Attributes
	SS Type

	
	
	

	energySavingState
	energySavingState
	GenericSONPolicyNRMAttributeTypes::EnergySavingStateEnumType

	energySavingControl
	energySavingControl
	GenericSONPolicyNRMAttributeTypes::EnergySavingControlEnumType

	isProbingCapable
	isProbingCapable
	Boolean



	[bookmark: _Toc359414344]Next Modified Section


A.2.2.6	IOC SONFuncInfo
	IS Attributes
	SS Attributes
	SS Type

	
	
	

	sonFuncCapabilityBelowItfN
	sonFuncCapabilityBelowItfN
	GenericSONPolicyNRMAttributeTypes:: SonFuncNameListType



	[bookmark: _Toc359414345]Next Modified Section


A.2.2.7	IOC SONCoordinationPolicies
	IS Attributes
	SS Attributes
	SS Type

	id
	id
	string

	selectedSonCoordPolicy
	selectedSonCoordPolicy
	GenericSONPolicyNRMAttributeTypes:: SonCoordPoliciesType

	sonFuncPriorityOrder
	sonFuncPriorityOrder
	GenericSONPolicyNRMAttributeTypes:: SonFuncNameListType



	[bookmark: _Toc359414346]Next Modified Section


A.2.2.8	IOC InterRatEsPolicies
	IS Attributes
	SS Attributes
	SS Type

	
	
	

	interRatEsActivationOriginalCellParameters
	interRatEsActivationOriginalCellParameters
	RelativeCellLoadParameters

	interRatEsActivationCandidateCellParameters
	interRatEsActivationCandidateCellParameters
	RelativeCellLoadParameters

	interRatEsDeactivationCandidateCellParameters
	interRatEsDeactivationCandidateCellParameters
	RelativeCellLoadParameters




	End of modifications
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