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3
Terms and definitions

 (skipped text)

O

Occupied bandwidth: The width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage β/2 of the total mean power of a given emission.
Offline charging: charging mechanism where charging information does not affect, in real time, the service rendered.
Offline Charging System: the entity that collects and processes offline charging information prior to delivery to the Billing Domain.
Online Charging: charging mechanism where charging information can affect, in real time, the service rendered and therefore a direct interaction of the charging mechanism with the bearer/session/service control is required.
Online Charging System: the entity that performs real-time Credit-Control and includes transaction handling, rating, online correlation and management of subscriber accounts/balances.
One Stop Billing: One bill for all charges incurred using the 3GPP System.

Open group: A group that does not have a pre-defined set of members. Any user may participate in an open group.

Open Service Access: Concept for introducing a vendor independent means for introduction of new services.

Operating band: A frequency range in which E-UTRA operates (paired or unpaired), that is defined with a specific set of technical requirements. Operations System: This abbreviation indicates a generic management system, independent of its location level within the management hierarchy.
Optional UE Requirement: Any other requirements than mandatory UE requirement, essential UE requirement (conditional), essential UE requirement (unconditional). It is totally up to individual manufacturer to decide whether it should be implemented or not (e.g. Network initiated MM connection establishment).

Originating network: The network where the calling party is located. 

Orthogonal Channel Noise Simulator a mechanism used to simulate the users or control signals on the other orthogonal channels of a downlink
OSA Interface: Standardised Interface used by application/clients to access service capability features.

Output power (Pout): The mean power of one carrier of the UE, delivered to a load with resistance equal to the nominal load impedance of the transmitter.

(skipped text)
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4
Abbreviations

(skipped text)
O

O
Optional

O&M
Operations & Maintenance

OA
Outgoing Access (CUG SS)

OACSU
Off-Air-Call-Set-Up

OCB
Outgoing Calls Barred within the CUG

OCCCH
ODMA Common Control Channel

OCF
Open Card Framework

OCI
Outgoing Call Information

OCNG
OFDMA Channel Noise Generator

OCNS
Orthogonal Channel Noise Simulator
OCS
Online Charging System
OCT
Outgoing Call Timer

OD
Optional for operators to implement for their aim

ODB
Operator Determined Barring

ODCCH
ODMA Dedicated Control Channel

ODCH
ODMA Dedicated Channel

OLR
Overall Loudness Rating

ODMA
Opportunity Driven Multiple Access

ODTCH
ODMA Dedicated Traffic Channel

OID
Object Identifier
OFCS
Offline Charging System 
OFDM
Orthogonal Frequency Division Multiplex

Orthogonal Frequency Division Multiplexing
OFDMA
Orthogonal Frequency Division Multiple Access

OFM
Operational Feature Monitor

OMC
Operation and Maintenance Centre

OML
Operations and Maintenance Link

OOB
Out-of-band

OPLMN
Operator Controlled PLMN (Selector List)

OR
Optimal Routeing

ORACH
ODMA Random Access CHannel

ORLCF
Optimal Routeing for Late Call Forwarding

OS
Operations System

OSA
Open Service Access

OSI
Open System Interconnection

OSI RM
OSI Reference Model

OSP
Octet Stream Protocol

OSP:IHOSS
Octet Stream Protocol for Internet Hosted Octet Stream Service 

OTA
Over-The-Air

OTDOA
Observed Time Difference Of Arrival (positioning method)

OTP
One Time Password

OVSF
Orthogonal Variable Spreading Factor
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