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3
Rationale

Before each SA5 Ordinary meeting MCC conducts a check on the CRs submitted for each SA5 meeting and provides results on inconsistencies and other quality-related issues. The minimum check that is conducted is a check on the baseline used, the work items and Release numbers.
A total of 61 CRs were checked for this document.

4
Detailed proposal

. 

4.1
CRs with wrong baselines (on cover page)
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4.2
CRs with incorrect WI codes

	Tdoc
	Specification
	CR
	Rev
	WI on CR
	Correct WI
	Source

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


4.3
CRs with revision marks on cover page

4.4
CRs with no Revision field 

S5-156108 (Ericsson): Please remove "0" from the rev field.
4.5
CRs without CR number
4.6
Other issues

S5-156055 (Allot): WID is "FMSS, CH13". Both are Rel-13 WIDs, which one to use for SA Plenary? Better choose one.
S5-156101 (Ericsson): It reads " Editor's note: For the serving gateway nodes to utilize the same "PDN connection charging identifier" for bearers associated with each access, then a method is required to convey the assigned "PDN connection charging identifier" when the access is handed over to a new serving gateway node. This must be coordinated with SA2 and CT4." Do we really need to write an editor's note like this on a frozen spec? When do you inted to remove this?
S5-156220- S5-156227 (ZTE): in the template "Anaheim, California"??
Reminder: please fill in the WID code in 3GU when reserving the document.
