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3
Justification

RAN has specified data volume measurements for RAN Sharing in 36.314:

"4.1.9 
Data Volume for Shared Networks
The objective of this measurement is to measure the data volume transmitted or received by the eNB in a configured measurement period, for the different PLMN identities in a shared network.  The measurement is performed per configured PLMN ID per configured QoS profile criteria.

The QoS profile criteria may include one or more of the following criteria: one QCI indicator, one GBR Indicator, one ARP Indicator, where

-
a QCI Indicator identifies one specific QCI value. QCI values range from 1 to 256. If the indicator is not set then all QCI values should be taken into account.

-
a GBR Indicator identifies one GBR range value defined by OAM. If the indicator is not set then all GBR ranges should be taken into account.

-
an ARP Indicator identifies one ARP priority value. ARP values range from 1 to 15. If the indicator is not set then all ARP priority values should be taken into account.

The QoS profile criteria are satisfied when all the configured indicators are matched. It is possible that none of the QoS parameters are configured in which case the measurement is collected per configured PLMN ID.

4.1.9.1
Data volume for shared networks in DL

Protocol Layer: PDCP
	Definition
	Data Volume for shared networks in DL. Amount of PDCP SDU bits in downlink delivered from PDCP layer to RLC layer in a measurement period. The measurement is performed per configured PLMN ID per configured DL QoS profile criteria.

The unit is Mbit.


4.1.9.2
Data Volume for shared networks in UL

Protocol Layer: PDCP

	Definition
	Data Volume for shared networks in UL. Amount of PDCP SDU bits successfully received by the eNB in uplink in a measurement period. The measurement is performed per configured PLMN ID per configured UL QoS profile criteria. 

The unit is Mbit.


"
In LS R3-152873 it is requested that the PM specifications shall be updated:

"Such solution consists of configuration of the eNB by the OAM for collection of data volume reports per PLMN ID, per UL/DL traffic direction and per QoS profile criteria. 

The QoS profile criteria may include one or more of the following criteria: one QCI indicator, one GBR Indicator, one ARP Indicator, where

· a QCI Indicator identifies one specific QCI value. QCI values range from 1 to 256. If the indicator is not set then all QCI values should be taken into account.

· a GBR Indicator identifies one GBR range value defined by OAM. If the indicator is not set then all GBR ranges should be taken into account.

· an ARP Indicator identifies one ARP priority value. ARP values range from 1 to 15. If the indicator is not set then all ARP priority values should be taken into account.

Data volume reports for the DL (or UL) direction of a GBR bearer are collected within a given GBR Range if the E-RAB guaranteed bit rate is within a configured range delimited by a minimum and maximum value. The GBR Ranges shall be five in number for DL and five in number for UL. GBR Ranges shall be non-overlapping and configurable. The configured set of GBR bands applies to the whole RAN and to all PLMN IDs in the RAN.

During a granularity period (as defined in TS32.401), a maximum of 200 counter types and an overall maximum value of 200 counter instances can be recorded. 
Data volume counters may be used for cross operator accounting. RAN3 agreed that high reliability is beneficial for such kind of counters. It should be possible for the eNB to know, for each of the counter type configured, whether the counter should be subject to high reliability. It is up to the eNB implementation how to improve reliability and what reliability levels to adopt.

The QoS profile criteria are satisfied when all the configured indicators are matched. It is possible that none of the QoS parameters are configured in which case the measurement is collected per configured PLMN ID.

The data volume is defined as amount of PDCP SDU bits in downlink delivered from PDCP layer to RLC layer and the amount of PDCP SDU bits successfully received by the eNB in the uplink. The unit is Mbit."
This means that the PM mechanism needs to be changed to support limitation of the number of measurements, e.g. by filtering. It is further necessary to ensure that the report format supports to describe how these filtered measurements are defined or limited.
The possibility to filter measurements and to include some description of the filter criteria in the output file format might be beneficial also for other measurements.
4
Objective

The study is to investigate:

· Solutions for how to order filtering of measurements over Itf-N.
· Solutions for how to give high reliability to different measurements.

· Whether the PM file format would need to be changed and possible solutions.
The solution must be valid for these data volume measurements, but a more generically applicable solution should be considered, if feasible.

The work task is to specify:

· A solution for restricting the measurements to a maximum of 200 counter types and an overall maximum value of 200 counter instances to be recorded over Itf-N. Possibly giving the possibility for coming measurements to also filter the number of counters to be recorded.
· To specify how high reliability can apply for measurements. 
· The measurements for RAN sharing.
5
Service Aspects

None.
6
MMI-Aspects

None.
7
Charging Aspects

None.
8
Security Aspects

None.
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