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1
Decision/action requested

This contribution proposes to add specification level LCM use cases to this spec.
2
References

[1]
3GPP TS 28.525: “Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements”.
[2]
3GPP TS 28.500: "Management concept, architecture and requirements for mobile networks that include virtualized network functions ".
[3]
GS NFV-IFA 013: "Network Function Virtualization (NFV); Management and Orchestration; Os-Ma-nfvo Reference Point - Interface and Information Model Specification".
3
Rationale

It is proposed to add specification level LCM use cases into draft TS 28.525 [1].

In draft TS 28.500 [2], it is specified that 3GPP management system (NM) is able to request MANO (NFVO) to perform network service LCM operations as follows:

5.1.5 
LCM requirements
REQ-NFV_LCM_SYS-CON-1 3GPP management system shall be able to request NFV-MANO to perform NS LCM operations.
Based on this requirement, this contribution proposes network service lifecycle management operations use cases requested by NM; scaling and updating based on the requirements in section 6.3.3 and section 6.3.4 of [3]. In [3], scaling and updating of a NS instance are described as VNF lifecycle management operations like VNF instantiation, termination, expansion or contraction.
4
Detailed proposal

It is proposed to make the following changes to TS28.525 [1].
	1st modified section


6.4.x
Use case of NS scaling initiated through Os-Ma-nfvo reference point
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To expand/contract a NS instance by scaling the NS instance through operation request to NFVO by NM, and notify about the execution of the NS instance scaling through referenc point Os-Ma-nfvo.
	

	Actors and Roles
	NM detects whether a scaling execution is needed and requests the NFVO to execute the NS scaling.
	

	Telecom resources
	NM, NFVO
	

	Assumptions
	
	

	Pre-conditions
	The subject NS instance is not being scaled at the moment.
	

	Begins when 
	NM detected the need to scale and have determined the scaling target (i.e., VNF(s)) and action (i.e., addition, expansion, contraction or removal).
	

	Step 1 (M)
	NM sends the NFVO a request to scale a NS with an indication of the type of components of NS to scale, type of scaling and value of scaling as necessary.
	

	Step 2 (M)
	The NFVO executes the procedure to scale the NS instance.
	

	Step 3 (M)
	NFVO sends to NM a notification about the end of the NS scaling execution.
	

	Ends when
	All the steps identified above are successfully completed.
	

	Exceptions
	
	

	Post-conditions
	The NS instance has been scaled (expansion/contraction).
	

	Traceability
	REQ-NFV_LCM_Os-Ma-nfvo-FUN-c, REQ-NFV_LCM_Os-Ma-nfvo-FUN-f, REQ-NFV_LCM_Os-Ma-nfvo-FUN-g, REQ-NFV_LCM_Os-Ma-nfvo-FUN-h, REQ-NFV_LCM_Os-Ma-nfvo-FUN-i
	


6.4.y
Use case of NS updating initiated through Os-Ma-nfvo reference point
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To manage theupdate of a NS instance by updating the NS instance through operation request to NFVO by NM, and notify about the execution of the NS instance updating through reference point Os-Ma-nfvo.
	

	Actors and Roles
	NM detects whether an updatine of NS is needed and requests the NFVO to execute the NS updating.
	

	Telecom resources
	NM, NFVO
	

	Assumptions
	
	

	Pre-conditions
	The subject NS instance is not being updated at the moment.
	

	Begins when 
	NM detected the need to update and have determined the updating target (e.g., VNF(s)) and action (e.g., addition, expansion, contraction or removal).
	

	Step 1 (M)
	NM sends the NFVO a request to update a NS with an indication of the type of components of NS to update, type of updating and value of updating as necessary.
	

	Step 2 (M)
	The NFVO executes the procedure to update the NS instance.
	

	Step 3 (M)
	NFVO sends to NM a notification about the end of the NS updating execution.
	

	Ends when
	All the steps identified above are successfully completed.
	

	Exceptions
	
	

	Post-conditions
	The NS instance has been updated.
	

	Traceability
	REQ-NFV_LCM_Os-Ma-nfvo-FUN-d, REQ-NFV_LCM_Os-Ma-nfvo-FUN-j,  REQ-NFV_LCM_Os-Ma-nfvo-FUN-k, REQ-NFV_LCM_Os-Ma-nfvo-FUN-l, REQ-NFV_LCM_Os-Ma-nfvo-FUN-m
	


	End of modified sections


