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	First change


3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [100] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [100].

Add-on charge: additional charge on top of the current tariff. An add-on charge can either be metered in non-monetary units (e.g. meter pulse) or in monetary-units (e.g. currency).

Advice of Charge (AoC): The Advice of Charge (AoC) supplementary service provides AoC Information to the served user for information (AoCI) or for charging (AoCC) related to a corresponding event, session or usage of a service. 
AoC for Information (AoCI): An AoC supplementary service where the provided information is non-binding. I.e. the provided information is an estimation of the service cost and/or tariff. 
AoC for Charging (AoCC): An AoC supplementary service where the provided information is binding. I.e. the provided information corresponds to the actual charges.
AoC at communication set-up time (AOC-S): An AoC supplementary service provided at communication establishment and/or at tariff switch time.
AoC during the communication (AOC-D): An AoC supplementary service provided during the communication at predefined triggering conditions. 
AoC at the end of communication (AOC-E): An AoC supplementary service provided when the communication is released. 
Auxiliary Advice of Charge Function (AACF): An AACF provides Tariff and/or Cost information for the requested service. 
NOTE: 
The AACF resides outside of the local AoC function and the charging domain. In this release, the AACF is considered as CDP for AoCI purpose. CDP is defined in TS 29.658 [209]. The terms AACF and CDP may change in the future as a result of possible addition of charging capabilities.

Charge Advice information (CAI): CAI elements as described in TS 22.024 [203].

Charge Determination Point (CDP): Defined in ETSI ES 201.296 [214]. 

IMS-based PSTN/ISDN Emulation Sub-system (PES): Defined in ETSI TS 182 012 [212].
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