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1
Decision/action requested

This contribution proposes to add specification level LCM requirements to this spec.
2
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3
Rationale

It is proposed to add specification level LCM requirements into draft TS 28.525 [1].

In draft TS 28.500 [2], it is specified that 3GPP management system (NM) is able to request MANO (NFVO) to perform network service LCM operations as follows:

5.1.5 
LCM requirements
REQ-NFV_LCM_SYS-CON-1 3GPP management system shall be able to request NFV-MANO to perform NS LCM operations.
Based on this requirement, this contribution proposes network service lifecycle management operations requested by NM; instantiation, termination, query, scaling, updating and healing based on the requirements in [3].

In addition, this contribution proposes VNF lifecycle management operations requested by NM as a subset of network service scaling or updating based on the requirements in [4].
4
Detailed proposal

It is proposed to make the following changes to TS28.525 [1].
	1st modified section


6.1.2
Requirements for Os-Ma-nfvo

REQ-NFV_LCM_Os-Ma-nfvo-FUN-1
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS instantiation request based on on-boarded NSD.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-2
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS instantiation request using existing VNF instances.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-3
The Os-Ma-nfvo reference point shall have the capability allowing NM to send VNF Package on-boarding request.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-4
The Os-Ma-nfvo reference point shall have the capability allowing NM to receive acknowledgement on the VNF Package on-boarding.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-5
The Os-Ma-nfvo reference point shall have the capability allowing NFVO to send information about VNF instances that constitute a NS.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-a
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS termination request.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-b
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS query request.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-c
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS scaling request.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-d
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS updating request.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-e
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS healing request.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-f
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS scaling request with scaling of VNF instances as part of NS scaling.









Editor's note: These requirements from REQ-NFV_LCM_Os-Ma-nfvo-FUN-a till REQ-NFV_LCM_Os-Ma-nfvo-FUN-f to be confirmed upon the latest draft of GS NFV-IFA010 (version 0.8.1 or beyond) and GS NFV-IFA013 (version 0.7.0 or beyond) will be available.
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