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1
Decision/action requested

Add proposed text to TS 28.xxx LSA controller (LC) Integration Reference Point (IRP) Requirements 
2
Rationale

This contribution adds the TS scope based on the conclusion of the LSA study documented in TR 32.855.
4
Detailed proposal
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1
Scope

The present document specifies the requirements of the Licensed Shared Access (LSA) Controller (LC) Integration Reference Point (IRP). This IRP allows the NM to interact with the LC. This interaction with the LC enables the NM to configure, in compliance with a Sharing Arrangement with an incumbent, NEs utilizing LSA spectrum resources.

The following two deployment scenarios are supported:

· one scenario in which the LC communicates LSA spectrum resource availability information to the NM, and,

· one scenario in which the LC determines and communicates to the NM the constraints on cells parameters that need to be satisfied in order to comply with a Sharing Arrangement. 
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3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
LSA spectrum resource availability information: information provided to a Licensee, which conveys the LSA spectrum resource that may be used by the Licensee, and the respective operational conditions or restrictions that the Licensee shall apply

Sharing arrangement: set of practical details for sharing an LSA spectrum resource.
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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
LC
LSA Controller

LR
LSA Repository

LSA
Licensed Shared Access

NE
Network Element

NM
Network Manager
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