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1
Decision/action requested

This pCR introduces the CP data transfer domain charging parameters   binding for offline in the new TS 32.25x CP data transfer domain charging- Clause 6.5 
2
References

[1]
3GPP TS 32.25x "Telecommunication management; Charging management; Control Plane (CP) data transfer domain charging".

3
Rationale

New TS 32.25x for Control Plane data transfer charging needs to be created.
4
Detailed proposal

It is proposed to approve the following changes to 3GPP TS 32.25x.
	First change


6.5
Bindings for CP data transfer offline charging 

This clause aims to describe the mapping between the Diameter Accounting AVP, IEs and CDR parameters for CP data transfer  offline charging.

Table 6.5.1 describes the mapping of the Diameter Accounting AVP, IEs and CDR to the CDR parameters of CPCN-SNN-CDR (MME, IWK-SCEF) and CPCN-SCE-CDR. 

Table 6.5.1: Bindings of CDR Parameters, Information Elements and AVPs
	CDR Parameter
	Information Element
	AVP

	Record Opening Time
	-
	-

	Local Record Sequence Number
	-
	-

	Duration
	-
	-

	Service Context Id
	Service Context Id
	Service-Context-Id

	
	Service Information
	Service-Information

	Served IMSI
	Subscriber Identifier
	Subscription-Id

	Served MSISDN
	Subscriber Identifier
	Subscription-Id

	
	IMS Information
	IMS-Information

	Record Type
	Node Functionality
	Node-Functionality

	
	PS Information
	PS-Information

	Charging ID
	Charging Id
	3GPP-Charging-Id  

	Node Id
	Node Id
	Node-ID

	Access Point Name Network Identifier
	Called Station Id 
	Called-Station-Id

	Charging Characteristics
	Charging Characteristics
	3GPP-Charging-Characteristics

	Charging Characteristics Selection Mode
	Charging Characteristics Selection Mode
	Charging-Characteristics-Selection-Mode

	Served IMEI
	User Equipment Info
	User-Equipment-Info

	RAT Type
	RAT Type
	3GPP-RAT-Type

	Serving node PLMN Identifier
	Serving Node MCC MNC
	3GPP-SGSN-MCC-MNC  

	Serving PLMN Rate Control
	Serving PLMN Rate Control
	Serving-PLMN-Rate-Control

	APN Rate Control
	APN Rate Control
	APN-Rate-Control

	Cause for Record Closing
	Change Condition
	Change-Condition

	Diagnostics
	Diagnostics
	Diagnostics

	
	CPDT Information
	CPDT-Information

	External Identifier
	External Identifier
	External-Identifier

	
	
	

	SCEF ID
	SCEF ID
	SCEF-ID

	Serving Node Identity
	Serving Node Identity
	Serving-Node-Identity

	Serving Node Change
	Serving Node Change
	SGW-Change

	
	
	

	
	
	

	List of NIDD submissions
	NIDD submission
	NIDD-submission

	Submission Timestamp
	Submission Timestamp
	Submission-Timestamp

	Event Timestamp
	Event Timestamp
	Event-Timestamp

	Data Volume Uplink 
	Data Volume Uplink 
	Accounting-Output-Octets

	Data Volume Downlink 
	Data Volume Downlink
	Accounting-Input-Octets

	Submission Result Code
	Result Code
	Result-Code


	End of change


