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1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References
[REF-A]
TS 28.525 “Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements”. 

3
Rationale

There is not any use case on NS instanatiation in TS 28.525 [REF-A]. Also, the operator through the NM needs to be able to provide certain parameterization in addition to the NS Descriptor used to instantiate the NS in order to honour that an NS will need to be instantiated to serve specific locations, services, capacity, etc.
The present contribution illustrates a specification use case where a NS is instantiated based on input information indicating the target NSD and other additional input information.
4
Detailed proposal

It is proposed to make the following changes to TS 28.525.
	1st modified section


6.4.X
Use case of NS instantiation

	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To instantiate a NS with necessary input parameterization through operation request from NM on the Os-Ma-nfvo reference point in order to honour specific NS usage, e.g., geographical location, capacity, etc.
	

	Actors and Roles
	NM requests the NS instantiation
	

	Telecom resources
	NM.

NFVO
	

	Assumptions
	
	

	Pre-conditions
	The VNF Package(s) of the VNF(s) to be instantiated as part of the NS are on-boarded.
The NSD for the NS instantiation is on-boarded.


	Clause 6.4.4: Use case for VNF Package on-boarding
Clause 6.4.11: Use case for Network Service Descriptor (NSD) On-boarding.

	Begins when 
	NM determines (e.g., by operator request) that a new NS needs to be instantiated honouring certain usage and input requirements.
	

	Step 1 (M)
	NM sends to NFVO a request to instantiate the new NS indicating in the request information about the target NSD and additional parameterization for the specific NS to instantiate (see clause 7.3.3 in ETSI GS NFV-IFA013 [6]).
In case the NS instantiation request required VNF(s) instantiation or configuration, the VNFs’ parameters/values, including those captured in vendor specific name value pairs, carried by such request are only related to VNF virtualization aspects and are not VNF application specific.
	

	Step 2 (M)
	NFVO sends to NM a notification about the start of the NS instantiation (see clause 7.4.3 in ETSI GS NFV-IFA013 [6]).
	

	Step 3 (M)
	NFVO executes with rest of NFV-MANO system the instantiation of the NS.
	

	Step 4 (M)
	NFVO sends to NM a notification about the results of the NS instantiation execution (see clause 7.4.3 in ETSI GS NFV-IFA013 [6]).
	

	Ends when
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	A new NS is instantiated.
	

	Traceability
	REQ-NFV_LCM_Os-Ma-nfvo-FUN-1
	


	2nd modified section


6.1.2
Requirements for Os-Ma-nfvo

REQ-NFV_LCM_Os-Ma-nfvo-FUN-1
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS instantiation request based on on-boarded NSD and parameterization specific for an NS (see requirement Os-Ma-nfvo.NsLcm.001 in ETSI GS NFV-IFA013 [6]) .

REQ-NFV_LCM_Os-Ma-nfvo-FUN-2
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS instantiation request using existing VNF instances.
REQ-NFV_LCM_Os-Ma-nfvo-FUN-3
The Os-Ma-nfvo reference point shall have the capability allowing NM to send VNF Package on-boarding request.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-4
The Os-Ma-nfvo reference point shall have the capability allowing NM to receive acknowledgement on the VNF Package on-boarding.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-5
The Os-Ma-nfvo reference point shall have the capability allowing NFVO to send information about VNF instances that constitute a NS.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-6
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS termination request.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-7
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS query request.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-8
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS scaling request.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-9
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS updating request.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-10
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS healing request.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-11
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS scaling request with scaling of VNF instances as part of NS scaling.
Editor's note: These requirements from REQ-NFV_LCM_Os-Ma-nfvo-FUN-6 till REQ-NFV_LCM_Os-Ma-nfvo-FUN-11 to be confirmed upon the latest draft of GS NFV-IFA010 (version 0.8.1 or beyond) and GS NFV-IFA013 (version 0.7.0 or beyond) will be available.
REQ-NFV_LCM_Os-Ma-nfvo-FUN-12
The Os-Ma-nfvo reference point shall have the capability allowing NM to enable VNF Package.
REQ-NFV_LCM_Os-Ma-nfvo-FUN-13
The Os-Ma-nfvo reference point shall have the capability allowing NM to disable VNF Package.

	End of modified sections


