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1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References
[REF-A]
TS 28.500 “Telecommunication management; Management concept, architecture and requirements for mobile networks that include virtualized network functions”.
[REF-B]
TS 28.510 “Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Requirements”.
3
Rationale

Various information data of a VNF instance are managed by the NFV-MANO. Some of these information attributescan be modified, e.g., a VNF instance’s name. Such functionality is not unique to happen within NFV-MANO boundaries, as the modification in many cases comes from an explicit request from the network operator. Thus, the consumer or 3GPP management system should be able to request such modifications.
Similarly, information of a VNF instance held by the NFV-MANO needs to be made available to a consumer or 3GPP management system.

The present contribution proposes two business-level use cases:

a)  to support the request by 3GPP management system to NFV-MANO to change/modify the information attribute values of a VNF instance.
b) to support the query by 3GPP management system of information of a VNF instance. This use case is also related to an already agreed use case in clause 6.4.7 in draft of TS 28.510 [REF-B].
Requirements from the use case are also derived and proposed.
4
Detailed proposal

It is proposed to make the following changes to TS 28.500.
	1st modified section


5.4.2.X
Modify information of a VNF instance 
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To modify by 3GPP management system information of a subject VNF instance. Such an information is managed by NFV-MANO; for instance, VNF instance name, metadata, etc.
	

	Actors and Roles
	3GPP management system requests the modification of information. 
	

	Telecom resources
	3GPP management system.

NFV-MANO
	

	Assumptions
	N/A
	

	Pre-conditions
	N/A
	

	Begins when 
	3GPP management system determines to modify certain information held by NFV-MANO of a subject VNF instance.
	

	Step 1 (M)
	3GPP management system sends a request to NFV-MANO to modify certain information about the subject VNF instance.
	

	Step 2 (M)
	NFV-MANO modifies the information about the subject VNF instance.
	

	Ends when
	Ends when all steps identified above are completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The information of the subject VNF instance has been modified.
	

	Traceability
	REQ-NFV_CM_SYS-CON-a
	


5.4.2.Y
Retrieve information of a VNF instance 

	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To retrieve by 3GPP management system from NFV-MANO information of a subject VNF instance.
	

	Actors and Roles
	3GPP management system queries the VNF instance information. 
	

	Telecom resources
	3GPP management system.

NFV-MANO
	

	Assumptions
	N/A
	

	Pre-conditions
	N/A
	

	Begins when 
	3GPP management system determines to retrieve certain information about a subject VNF instance.
	

	Step 1 (M)
	3GPP management system sends a request to NFV-MANO querying certain information about the subject VNF instance.
	

	Step 2 (M)
	NFV-MANO sends to 3GPP management system the information requested about the subject VNF instance.
	

	Ends when
	Ends when all steps identified above are completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	3GPP management system has the information about the subject VNF instance.
	

	Traceability
	REQ-NFV_CM_SYS-CON-b
	


	2nd modified section


5.1.3 
CM requirements
REQ-NFV_CM_SYS-CON-1 3GPP management system shall be able to manage both physical and virtualized 3GPP entities with corresponding managed objects and attributes.

REQ-NFV_CM_SYS-CON-2 3GPP management system shall be able to perform necessary virtualized entity configuration due to the VNF lifecycle management operation from NFV-MANO.
REQ-NFV_CM_SYS-CON-3 3GPP management system shall be able to re-configure involved neighbour physical and virtualized entities if needed due to one NS or VNF LCM operation.
REQ-NFV_CM_SYS-CON-4 In order to minimize network service disruption when a VNF instance is scaled, the scaling shall not modify the existing connections with other network entities.
REQ-NFV_CM_SYS-CON-a
3GPP management system shall be able to to request NFV-MANO to modify information about a VNF instance.
REQ-NFV_CM_SYS-CON-b
3GPP management system shall be able to to query NFV-MANO information about a VNF instance.
	End of modified sections


