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6.5.1.4
1 3GPP Work Plan status

Percentage of completion: 30% to ?%
Estimated completion date: SA#74 – 12/2016
Other information (WID update, Rapporteur change, etc): None
2 Technical Progress status

Summary of progress:  

1. The group discussed the following topics at the session: 
· Use case of fetch VNF related VR performance measurements prepared by VNFM.
· Use Case for PM data collection.
· Add reference to ETSI GS NFV IFA008 specification.
· Add VR PM data available notification procedure.
· Correct VNF PM data related to VR terminology.
· Add the skeleton document of TS 28.522.
2. The group agreed that It is necessary to identify the terminologies in draft TS that are related to legacy PM functions, and update them to the terminologies agreed by the group. An AR is created.

3 Minutes

The session was held on Q1 Wednesday July 13, 2016.
	Tdoc
	Title
	Source
	Note

	S5-164039
	Add UC Fetch VNF related VR performance measurements prepared by VNFM
	Ericsson
	Ericsson presented the contribution.
Huawei: 3rd party needs clarification. Are there any authorization party other than EM?
NTT DOCOMO;

1. NM direct interface to VNFM is out of the scope of current MANO framework. NM cannot s 

2. In Begin when of the use case where it states “VNMF collects the data from NFVI” is out of scope.

3. Will the VNF PM data related to VR on Ve-Vnfm-em reference point be the same as the legacy VNF PM data on Itf-N?
Intel: 1) The changes in Fun-9 and 10 are missing the verbs, 2) With the proposed change, Fun-9 and 10 will be different from IFA requirements Ve-Vnfm-em.VnfPm.02, 08.
Nokia: 1) Why remove VNFM from Fun-9 and 9, 2) Without changing the architecture in 28.500 by adding VNFM – NM interface, how can VNFM notify NM?
NTT DOCOMO: Will the VNF PM data related to VR on Ve-Vnfm-em reference point be the same as the legacy VNF PM data on Itf-N?
Nokia: they will be different.

S5-164039 is revised to S5-164214.ssonnot necessary. as Type-1 interface that is different from teh 




























































	S5-164051
	pCR to TR 28.520 Use Case for PM data collection
	Cisco
	Cisco presented the contribution.
Nokia: 1) it is OK to remove step 2 in UC 5.4.1, 2) the title and goal should not use VNF, since the UC is based on legacy 3GPP PM functions, 3) the proposed new UC is  not needed.

Ericsson: welcome to clean up terminologies related to legacy PM functions.

The group agreed that It is necessary to identify the terminologies in draft TS that are related to legacy PM functions, and update them to the terminologies agreed by the group. An AR is created.

S5-164051 was revised to S5-164215

	S5-164062
	Draft TS 28.522 skeleton
	Intel
	Intel presented the contribution.

Nokia: 1) remove clause 5.1 to 5.4, 2) add an editor note stating that it is not clear what information model needs for this clause.
OAN WG Chair: remove Annex A and Annex B.
S5-164062 was revised to S5-164216

	S5-164063
	pCR TS 28.522 add introduction and scope
	Intel
	Intel presented the contribution.

S5-164063 was approved.

	S5-164064
	pCR TS 28.520 correct VNF PM data related to VR terminology
	Intel
	Intel presented the contribution.

Nokia: 1) KPI has not been define? 2) The abbreviations may already be included in 28.500. So, it should include 28.500 in clause 3.2.
NTT DOCOMO: IFA006 has been published. The reference of IFA006 should be changed to … 211.
NTT DOCOMO: check changes in S5-164081.
NTT DOCOMO: 1) in Begin When row in 6.4.1, change it to “VNFM has the data”, 2) in 6.4.5.1, change it do “… related to VR…”

Nokia: there are missing “to “ in UCs 6.4.5 and 6.4.6.

S5-164064 was revised to S5-164217

	S5-164065
	pCR TS 28.520 add reference to ETSI GS NFV IFA008 specification
	Intel
	Intel presented the contribution.

Ericsson: Ericsson’s comment to remove Fun-2 in the email approval of the last meeting was deemed out of scope. It should be removed, since it is not needed if PM IRP is used on the Ve-Vnfm-em reference point.
Intel: FUN-2 is a requirement in IFA008. Removing it may be against the cooperation guideline.

Nokia: propose to change “send” to “make available” (see below).

REQ- NFV_PM_Ve-Vnfm-em -FUN-2
The Ve-Vnfm-em reference point shall have the capability allowing VNFM to send make available the VNF related PM data with the VNF/VNFC identifier (see Ve-Vnfm-em.VnfPm.01 in clause 5.2.1.6 in [10]).
S5-164065 was revised to S5-164218

	S5-164066
	pCR TS 28.521 add VR PM data available notification procedure
	Intel
	Intel presented the contribution.

Nokia: 1) the title should use new terminology, 2) remove iOCName and iOCInstanceList attributes, 3) step 4, how mapping is done, 3) step 8 is not needed.

NTT DOCOMO: 1) step 10. “NM may decide to fetch the PM data.” Is not needed, 2) split the procedure into 3 small procedures.

Ericsson: EM is just is messenger, and may not be needed, since NM can talk to VNFM directly to create a PM job.

Nokia: It may not be true, since EM is needed to allow to create a PM job that can collect both VNF PM data and VR PM data. 
S5-164066 was revised to S5-164219

	
	
	
	

	
	
	
	


4 Action items

	Item
	Description
	Release
	Owner
	Status 
	Target 

	
	It is necessary to identify the terminologies in draft TS that are related to legacy PM functions, and update them to the terminologies agreed by the group.
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