3GPP TSG SA WG5 (Telecom Management) Meeting #108
S5-164037
11-15 July 2016, Harbin (China)
revision of S5-16xabc
Source:
Ericsson

Title:
Add UC and reqs: NM retrieves VNFs information maintained by management systems
Document for:
Approval

Agenda Item:
6.4.1.2
1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References
[REF-A]
TS 28.510 “Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Requirements”. 

[REF-B]
TS 28.525 “Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements”. 

3
Rationale

3GPP management systems require the information (VNF parameters and values) of the VNF in order for it to perform its various management procedures. 
For instance, NM has a view of its managed network that contains VNFs. But its view may not be up-to-date and requires synchronization with its EM(s) views and its VNFM(s) views on the VNFs of his network. The requirement may arise, for instance, before it proceeds to reconfigure certain portion of its managed network. 
The present contribution proposes the specification-level use case covering the retrieval of VNF instance information. 

4
Detailed proposal

It is proposed to make the following changes to TS 28.510.
	1st modified section


6.4.x
Retrieve VNF instances information by NM
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	NM updates its view of its managed VNFs.
	

	Actors and Roles
	NM 
	

	Telecom resources
	NM.
EM, NFVO.
	

	Assumptions
	None
	

	Pre-conditions
	None
	

	Begins when 
	NM determines a need to update its view of its managed VNFs.
	

	Step 1 (M)
	NM requests NFVO to provide information of VNFs (see clause 7.3.6 in ETSI GS NFV-IFA013 [7] or alternatively:
NM, being an authenticated and authorized party, requests VNFM to provide information of VNFs (see clause 7.3.6 in ETSI GS NFV-IFA013 [7]). This information is VNF non-application-specific.
NM requests EM to provide information of VNFs. This information is VNF application-specific.
	

	Step 2 (M)
	If NM requests a NFVO, the NFVO responds with the information requested. NM updates its view of its managed VNF,
Or if NM requests a VNFM, the VNFM responds with the information requested. NM updates its view on its managed VNF. 
EM responds to NM with the information requested. NM updates its view of its managed NFV.
	

	Ends when
	Ends when all steps identified above are completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	NM has the information about the subject VNF instance(s).
	

	Traceability
	REQ-NFV_CM-CON-x, 
	


	2nd modified section


5.1
Requirements

…
REQ-NFV_CM-CON-x
3GPP management system shall have a capability retrieving views of VNFs from its various supporting management systems.

	End of modified sections


