3GPP TSG SA WG5 (Telecom Management) Meeting #108
S5-164052
11-15 July 2016, Harbin (China)
revision of S5-16xabc
Source:
Cisco Systems, Inc.
Title:
pCR to TS 28.525 Delete VNF Package operation
Document for:
Approval

Agenda Item:
6.4.1.5
Lifecycle management for mobile networks that include virtualized network functions
1
Decision/action requested

Approval
2
References

[1]

3GPP TS 28.525 V0.5.0 (2016-06) Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements

[2]
GS NFV-IFA013 V0.8.1 (2016-05) Network Function Virtualization (NFV); Management and Orchestration; Os-Ma-nfvo Reference Point - Interface and Information Model Specification
3
Rationale

Add Use Cases for Delete VNF Package operation. There are two different options of behaviour, dependently of the VNF Package state: “Disabled, Not in use” or “Disabled, In use”. For every of these options a separate Use case is proposed.
4
Detailed proposal

	1st modified section


6.4.X
Use case for Delete VNF Package operation, when not in use

	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Delete VNF Package 
	

	Actors and Roles
	NM.
	

	Telecom resources
	NM, NFVO.
	

	Assumptions
	Deletion is triggered by the NM.
	

	Pre-conditions
	A VNF Package is in “Disabled, Not in use” state as defined in [6], Annex D. 
	

	Begins when 
	NM layer determines the need for deletion of the VNF Package.
	

	Step 1 ( M)
	NM sends a request to the NFVO to delete the VNF package as specified in [6], clause 7.7.5.
	

	Step 2 (M)
	NFVO processes the request and deletes the VNF Package. 
	

	Step 3 (M)
	NFVO responds to the NM with notification of the result of the Delete VNF Package operation.
	

	Exceptions
	
	

	Post-conditions
	The VNF Package is deleted and no futher operations with the package are possible.
	

	Traceability
	
	


6.4.Y
Use case for Delete VNF Package operation, when in use

	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Delete VNF Package 
	

	Actors and Roles
	NM.
	

	Telecom resources
	NM, NFVO.
	

	Assumptions
	Deletion is triggered by the NM.
	

	Pre-conditions
	A VNF Package is in “Disabled, In use” state as defined in [6], Annex D. 
	

	Begins when 
	NM layer determines the need for deletion of the VNF Package.
	

	Step 1 ( M)
	NM sends a request to the NFVO to delete the VNF package as specified in [6], clause 7.7.5.
	

	Step 2 (M)
	NFVO processes the request and moves the VNF Package to the “Deletion Pending” state. 
	

	Step 3 (M)
	NFVO responds to the NM with notification of the result of the Delete VNF Package operation.
	

	Step 4 (M)
	After the last VNF terminated, the NFVO deletes the VNF Package.
	

	Exceptions
	
	

	Post-conditions
	The VNF Package is deleted and no futher operations with the package are possible.
	

	Traceability
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