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1
Decision/action requested

The group is asked to discuss and agree on the use case and requirements.
2
References

[1]
3GPP TS 28.525 “Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements“
3
Rationale

This contribution proposes the VNF identifier creation use cases and requirements for TS 28.525 [1]. 
4
Detailed proposal
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6
Specification level requirements

6.1.3
Requirements for Ve-Vnfm-em

REQ-NFV_LCM_Ve-Vnfm-em-FUN-1
The Ve-Vnfm-em reference point shall support a capability allowing EM to send VNF instantiation request (see requirement Ve-Vnfm-em.VnfLcm.002 in [8]).

REQ-NFV_LCM_Ve-Vnfm-em-FUN-2
The Ve-Vnfm-em reference point shall support a capability allowing VNFM to inform EM the result of VNF instantiation (see requirement Ve-Vnfm-em.VnfLcn.001 in [8]).
REQ-NFV_LCM_Ve-Vnfm-em-FUN-3
The Ve-Vnfm-em reference point shall support a capability allowing EM to request the scaling of a VNF instance indicating the type of VNFC to scale and the number of scaling steps (see requirement Ve-Vnfm-em.VnfLcm.001 and section 7.2.7.2 in [8]).

REQ-NFV_LCM_Ve-Vnfm-em-FUN-4
The Ve-Vnfm-em reference point shall support a capability allowing VNFM to notify about VNF instance lifecycle changes indicating the type of lifecycle procedure, whether it is the start or the end of the procedure, and the results of lifecycle procedure with indication of errors if the procedure is not successful (see requirement Ve-Vnfm-em.VnfLcn.002 in [8]).

REQ-NFV_LCM_Ve-Vnfm-em-FUN-5
The Ve-Vnfm-em reference point shall support a capability allowing EM to subscribe/un-subscribe to VNF instance lifecycle change notifications (see section 7.5 in [8]).

REQ-NFV_LCM_Ve-Vnfm-em-FUN-6
The Ve-Vnfm-em reference point shall support a capability allowing EM to send VNF termination request (see requirement Ve-Vnfm-em.VnfLcm.003 in [8]).

REQ-NFV_LCM_Ve-Vnfm-em-FUN-7
The Ve-Vnfm-em reference point shall support a capability allowing VNFM to inform EM the result of VNF termination (see requirement Ve-Vnfm-em.VnfLcn.002 in [8]).
REQ-NFV_LCM_Ve-Vnfm-em-FUN-8
The Ve-Vnfm-em reference point shall support a capability allowing EM to request VNFM to enable/disable the auto-scaling of a specific VNF instance(s) (see requirement Ve-Vnfm-em.VnfCm.001 in [8] and section 7.1.12 in [9]).

REQ-NFV_LCM_Ve-Vnfm-em-FUN-x
The Ve-Vnfm-em reference point shall support a capability allowing EM to request VNFM to create the VNF identifier (see requirement Ve-Vnfm-em.VnfLcm.00y1 in [8]).
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6.4
Use cases

6.4.x
VNF identifier creation 
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	 EM requests to create a VNF identifier.
	

	Actors and Roles
	EM
	

	Telecom resources
	VNFM
	

	Assumptions
	N/A
	

	Pre-conditions
	NFVO is running.
	

	Begins when 
	EM decides to request to create a VNF identifier.
	

	Step 1 (M)
	EM sends a request to VNFM to create the VNF identifier (see clause 7.2.2 [8])
	

	Step 2 (M)
	VNFM returns vnfInstanceId to EM to indicate the creation of VNF identifier (see clause 7.2.2.3 [8])
	

	Ends when
	Ends when EM receives the vnfInstanceId.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The VNF identifier is created.
	

	Traceability 
	REQ-NFV_LCM_Ve-Vnfm-em-FUN-x
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