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Rationale

It is proposed to add a Use Case on the Delete NSD operation based on ‎[2], clause 7.2.6, the case when the NSD is not in use.
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Detailed proposal

	1st modified section


6.4
Use cases

6.4.X
Use case for Delete NS Descriptor operation, when not in use
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Delete one or more NS Descriptor(s), a single version of an NSD or all versions.
	

	Actors and Roles
	NM.
	

	Telecom resources
	NM, NFVO
	

	Assumptions
	Deletion of the NS Descriptor (NSD) is triggered by the NM layer
	

	Pre-conditions
	NFVO is running.
NM layer is operational.

There are one or several NSD(s) in the state “Disabled, Not in use” defined in [6], clause D2.2
	

	Begins when 
	NM layer determines the need for deletion of the NSD(s). 
	

	Step 1 ( M)
	NM layer sends a request to the NFVO on deletion of the NSD(s) as specified in [6], clause 7.2.6.
	

	Step 2 (M)
	NFVO processes the request and deletes the NSD(s). 
	

	Step 3 (M)
	NFVO responds to the NM layer with the result of the operation.
	

	Exceptions
	
	

	Post-conditions
	The NSD(s) are deleted
	

	Traceability
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