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1
Decision/action requested

Discuss and approve the text proposal  
2
References

[1]
Draft TS 28.510 Configuration Management (CM) for mobile networks that include virtualized network functions; Requirements v0.5.0

[2]
Draft TS 28.500 Management concept, architecture and requirements for mobile networks that include virtualized network functions v1.1.0
3
Rationale

The definition of "VNF non-application specific parameters" is provided in [1] as: 

"parameters for instantiating/scaling/terminating a VNF instance" which are related to VNF deployment on virtualized infrastructure. 
This contribution proposes to change the wording of "VNF deployment specific parameters" in section 5.4.1.1 in [2] to "VNF non-application specific parameters" to align the usage.
4
Detailed proposal
	Start of changes


5.4

High-level use cases
5.4.1 
FM use cases
5.4.1.1
Use case of VNF Healing triggered by 3GPP management system  
Note:
In the context of this use case, VNF Healing [2] refers to corrective actions performed by the NFV-MANO to recover the faulty virtualization-specific aspect of a virtualized network function, and it concerns the actions for which the NFV-MANO is responsible, i.e., instantiation of VNFC, configuration of VNF non-application specific parameters, etc. 
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To execute VNF Healing for a virtualized network function.
	

	Actors and Roles
	3GPP management system requests to execute the VNF Healing.


	

	Telecom resources
	3GPP management system.

NFV-MANO.

VNF.
	

	Assumptions
	3GPP management system is subscribed to VNF lifecycle change notifications from the NFV-MANO.
	

	Pre-conditions
	The subject VNF instance is not being healed at the moment. 
	

	Begins when 
	A faulty virtualization-specific aspect of the VNF has been notified to 3GPP management system.
	

	Step 1 (M)
	3GPP management system determines that VNF Healing of the VNF is needed.
	

	Step 2 (M)
	3GPP management system requests the NFV-MANO to execute the VNF Healing based on the information in the request.
	

	Step 3 (M)
	NFV-MANO notifies 3GPP management system about the end and the result of the VNF Healing execution.
	

	Ends when
	All the steps identified above are successfully completed.
	

	Exceptions
	The VNF Healing procedure in step 2 fails.
	

	Post-conditions
	The faulty virtualization-specific aspect of the VNF is recovered. 
	

	Traceability
	REQ-NFV_LCM_SYS-CON-11
	


	End of changes


