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Agenda Item:
6.4.1.1
1
Decision/action requested

Discuss and approve the text proposal.
2
References

[1]

3
Rationale
This contribution is proposed to adding the PM data collection use case.
4
Detailed proposal
	1st proposed change


5.4.3 
PM use cases
5.4.3.x
Use case for collection of VNF PM data related to virtualized resource from NFV-MANO
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	3GPP management system gets the VNF PM data related to virtualized resource. 
	

	Actors and Roles
	3GPP management system 
	

	Telecom resources
	3GPP management system 
NFV-MANO


	

	Assumptions
	NFV-MANO is set up to collect VNF-related virtualized resource performance measurements and generates the report of VNF PM data related to virtualized resource.
	

	Pre-conditions
	The collection mechanism for VNF PM data related to virtualized resource has been established both at 3GPP management system and NFV-MANO.
	

	Begins when 
	3GPP management system needs the VNF PM data which are related to virtualized resource and sets the PM job for them. And VNF PM data related to virtualized resource is generatedby NFV-MANO.
	

	Step 1 (M)
	NFV-MANO provides the VNF PM data related to virtualized resource to 3GPP manamement system.
	

	Step 2 (M)
	3GPP management system receives the VNF PM data related to virtualized resource.
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed.
	

	Exceptions
	None.
	

	Post-conditions
	3GPP management system has the performance data desired.
	

	Traceability 
	REQ-NFV_PM_SYS-CON-2, REQ-NFV_PM_SYS-CON-4
	


5.4.3.y
Use case for collection of VNF PM data related to virtualized resource both from VNF and NFV-MANO
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	3GPP management system gets VNF PM data related to virtualized resource from different paths for conjoint analysis of the VNF performance. 
NOTE: The conjoint anaylsis means to analyze the VNF performance not only for the application part but also for the non-application part.
	

	Actors and Roles
	3GPP management system 
	

	Telecom resources
	3GPP management system 
NFV-MANO
VNF
	

	Assumptions
	VNF and NFV-MANO are set up to collect VNF performance measurements related to virtualized resource respectively.
NOTE: The performance measurements from VNF itself and NFV-MANO are not the same. The PM data from VNF itself is VNF application part PM data related to virtualized resource. The PM data from NFV-MANO contains PM data related to virtualized resource, which includes the data from the whole VNF application part and non-application part.
	

	Pre-conditions
	The collection mechanism for VNF PM data related to virtualized resource has been established both at 3GPP management system and NFV-MANO.
	

	Begins when 
	VNF PM data related to virtualized resource is generated.
	

	Step 1 (M)
	VNF collects the VNF PM data related to virtualized resource by itself and reports it to 3GPP manamement system.
NFV-MANO provides the VNF PM data related to virtualized resource to 3GPP manamement system.
	

	Step 2 (M)
	3GPP management system receives the VNF PM data related to virtualized resource from NFV-MANO. And 3GPP management system receives the VNF application part PM data related to virtualized resource from VNF itself.
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed.
	

	Exceptions
	None.
	

	Post-conditions
	3GPP management system has the performance data desired and can conjointly analyze the VNF performance.
	

	Traceability 
	
	


5.4.3.z
Use case for collection of VNFC PM data related to virtualized resource
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	3GPP management system gets VNFC PM data related to virtualized resource to monitor the VNFC performance. 
	

	Actors and Roles
	3GPP management system 
	

	Telecom resources
	3GPP management system 
VNF
	

	Assumptions
	VNF are set up to collect its VNFC performace measurements related to virtualized resource.
	

	Pre-conditions
	The collection mechanism for VNFC PM data related to virtualized resource has been established at 3GPP management system.
	

	Begins when 
	VNFC(s) PM data related to virtualized resource is generated.
	

	Step 1 (M)
	VNF collects the VNFC(s) PM data related to virtualized resource by itself and reports it to 3GPP manamement system.
	

	Step 2 (M)
	3GPP management system receives the VNFC(s) PM data related to virtualized resource.
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed.
	

	Exceptions
	None.
	

	Post-conditions
	3GPP management system has the performance data desired.
	

	Traceability 
	REQ-NFV_PM_SYS-CON-2
	


	End of changes















































