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4.1.4 Alarm forwarding and filtering

As soon as an alarm is entered into or removed from the active alarms list Alarm notifications shall be forwarded by the NE, in the form of unsolicited notifications;

If forwarding is not possible at this time, e.g. due to communication breakdown, then the notifications shall be sent as soon as the communication capability has been restored. The storage space will be limited. The storage capacity will be Operator and implementation dependent. If the number of delayed notifications exceeds the storage space then an alarm sychronization procedure shall be run when the communication capability has been restored. 

If a communication breakdown makes the forwarding of alarms to stop then the recipient of the notifications, i.e. the EM and/or NM, shall notice the communication failure and generate appropriate internal alarms in order to alert the system operator of the problem.
If the N interface is implemented in the NE, then the destination of the notifications is the NM, and the interface shall comply with the stipulations made in clause 5. If the N interface resides in the EM, proprietary means may be employed to forward the notifications to the EM. Note that, even if the N interface is implemented in the NE, the EM may still also receive the notifications by one of the above mechanisms, however, the present document does not explicitly require the NEs to support the EM as a second destination.

The event report shall include all information defined for the respective event (cf. subclauses 4.1.1, 4.1.2 and 4.1.3), plus an identification of the NE that generated the report. This NE identification shall be identical to the identifiers defined within the CM domain, see [1].

The system operator shall be able to allow or suppress alarm reporting for each NE. As a minimum, the following criteria shall be supported for alarm filtering:

· the NE that generated the alarm, i.e. all alarm messages for that NE will be suppressed;

· the device/resource/function to which the alarm relates;

· the severity of the alarm, except "clear". Suppression of alarm clear messages shall be determined according to the following stipulations:

· if the initial alarm was not suppressed, then the alarm cleared message shall also be forwarded;

· if the initial alarm was suppressed, then the criteria set for alarm suppression at the time the cleared message occurs shall be taken into account;

· the time at which the alarm was detected, i.e. the alarm time; and,

· any combination of the above criteria.

The result of any command to modify the forwarding criteria shall be confirmed by the NE to the requesting operator.
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The text in this section is the one proposed in sf5000027.
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This second sentence is not adressed in other parts of section 4.
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