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1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References
[REF-A]
TS 28.525 “Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements”.
3
Rationale

The use case “VNF instance scaling through operation request to VNFM by EM” in clause 6.4.1.3.1 of TS 28.525 draft [REF-A] contains a Note in the Pre-conditions:

	Pre-conditions
	The subject VNF instance is not being scaled at the moment. VNFM does not have any auto-scaling scripts or the policy for auto-scaling is not in used or active.

Note: How 3GPP management system can determine if Pre-conditions are true is FFS.
	


How the 3GPP management system can determine whether a VNF instance is being scaled at the moment can be done by monitoring VNF lifecycle change notificaitons issued by the VNFM. This is supported by current ETSI NFV IFA008 and IFA007 specifications, and it is also highlighted in use case present in TS 28.525 like “Notifications about VNF lifecycle changes” in clause 6.4.1.5

The present contribution proposes to rewrite the Note by adding a reference to the use case available in TS 28.525 draft.

4
Detailed proposal

It is proposed to make the following changes to TS 28.525.
	1st modified section


6.4.1.3.1
VNF instance scaling through operation request to VNFM by EM

	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To expand/contract a VNF instance by scaling the VNF instance through operation request to VNFM by EM, and notify about the execution of the VNF instance scaling through reference point Ve-Vnfm-em.
	

	Actors and Roles
	EM detects whether a scaling execution is needed and requests the VNFM to execute the VNF scaling.
	

	Telecom resources
	EM.

VNFM.

VNF
	

	Assumptions
	EM is subscribed to VNF lifecycle change notifications from the VNFM.
	

	Pre-conditions
	The subject VNF instance is not being scaled at the moment. VNFM does not have any auto-scaling scripts or the policy for auto-scaling is not in used or active.

Note: 3GPP management system can determine if the “not being scaled” pre-condition is true by monitoring VNF lifecycle change notifications (see use case in clause 6.4.1.5).
	

	Begins when 
	EM detected the need to scale and have determined the scaling action (expand/contract).
	

	Step 1 (M)
	EM sends the VNFM a request to scale a VNF with an indication of the type of VNF Components to scale, and value of scaling.
	

	Step 2 (M)
	VNFM sends to EM a notification about the start of the VNF scaling execution.
	

	Step 3 (M)
	The VNFM executes the procedure to scale the VNF instance.
	

	Step 4 (M)
	VNFM sends to EM a notification about the end of the VNF scaling execution.
	

	Ends when
	All the steps identified above are successfully completed.
	

	Exceptions
	
	

	Post-conditions
	The VNF instance has been scaled (expansion/contraction).
	

	Traceability
	REQ-NFV_LCM_Ve-Vnfm-em-FUN-3, REQ-NFV_LCM_Ve-Vnfm-em-FUN-4
	


	End of modified sections


