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1
Decision/action requested

Discuss and approve the text proposal.
2
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3
Rationale

A sentence of section 6.2 [1] is described as follows, the Heal VNF operation referes to clause 7.2.4 of ETSI GS NFV-IFA 008.
For REQ-NFV_FM_Ve-Vnfm-em-FUN-3 specified in 3GPP TS 28.515 [4], the Heal VNF operation specified in clause 7.2.4 of ETSI GS NFV-IFA 008 [5] shall be used.
However in ETSI GS NFV-IFA 008 [2], the VNF heal operation is described in clause 7.2.10.

7.2.10 Heal VNF operation

7.2.10.1 Description

This operation enables either a VNF instance or an EM to request a VNFM to perform a VNF healing procedure.
……

So this contribution proposes to correct the wrong reference.
4
Detailed proposal

It is proposed to make the following changes to the TS 28.517 [1].
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6
Interface Definition

6.1
Itf-N

For Itf-N VNF alarm management, the operations and notifications defined by AlarmIRP which is specified in 3GPP TS 32.111-2 [2] shall be reused.
Editor’s Note: In case there are new operations or new notifications needed for Itf-N VNF alarm management, they will be captured here.
6.2
Ve-Vnfm-em

For REQ-NFV_FM_Ve-Vnfm-em-FUN-1 specified in 3GPP TS 28.515 [4], the Notify operation specified in clause 7.3.3 of ETSI GS NFV-IFA 008 [5] shall be used.

For REQ-NFV_FM_Ve-Vnfm-em-FUN-2 specified in 3GPP TS 28.515 [4], the Notify operation specified in clause 7.3.3 of ETSI GS NFV-IFA 008 [5] shall be used.

For REQ-NFV_FM_Ve-Vnfm-em-FUN-3 specified in 3GPP TS 28.515 [4], the Heal VNF operation specified in clause 7.2.10 of ETSI GS NFV-IFA 008 [5] shall be used.
For REQ-NFV_FM_Ve-Vnfm-em-FUN-4 specified in 3GPP TS 28.515 [4], the Subscribe operation specified in clause 7.3.2 of ETSI GS NFV-IFA 008 [5] shall be used.
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