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1
Decision/action requested

Group is reqested to approve proposed changes
2
References

[1]
3GPP TS 28.525 "Life Cycle Management (LCM) for mobile networks that include virtualized network functions"
3
Rationale

Present contribution adds missing procedure in clause 4.6.x (corresponding to the Use Cases 6.4.5.3 and 6.4.5.4 in [1]).
4
Detailed proposal

	1st Modified Section




4.6.x
PNFD updating 

Figure 4.6.x-1 depicts a procedure for updating a PNFD, creating a new version of already on-boarded PNFD. The procedure can also be used to update the userDefinedData of an existing PnfInfo information element without creating a new version of the PNFD. The previous versions of the PNFD are not modified.
1.  NM sends UpdatePnfdRequest to NFVO with pnfdInfoId parameter representing the identifier of on-boarded PNFD to be updated, an optional (only present if the PNFD itself is updated) pnfd parameter representing the new PNFD to be created and list of userDefinedData key-value pairs optional parameter representing the user defined data to be updated (for existing keys, the value is replaced). At least one of the two parameters (pnfd or userDefinedData) needs to be present. If pnfd is not present, the operation is used only to update existing or add additional user defined data using the userDefinedData parameter (see clause 7.2.9 [5]).

2.
NFVO sends UpdatePnfdResponse to NM with pnfdInfoId parameter representing the identifier of the updated PNFD to indicate the result of the operation (see clause 7.2.9.4 [5]).
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Figure 4.6.x-1: PNFD updating procedure
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