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1
Decision/action requested

Agree with the proposed modifications
2
References

[1]

3GPP TS 28.511 V0.6.0
3
Rationale

Last meeting, the group agreed to add a new attribute vnfInstanceIdList in the existing IOC ManagedFunction to specify the corresponging VNF instance(s), so the editor’s note in this use case could be removed.
4
Detailed proposal

	First change


4.4.2
MO creation for a specified VNF instance 
Operator wants to create MOI(s) corresponding to a specified VNF instance. Operator, via NM, knows the identifier of the specific VNF instance via NM reception of the VNF instance instantiated notification.

The figure 4.4.2-1 illustrates the procedure of creating MOI(s) for a specified VNF instance.


[image: image1.emf]3.notifyObjectCreation 

1. CreateMORequest

2.EM creates the MOI(s) and sets the 

relevant MOI(s) attribute.

NM EM


Figure 4.4.2-1: Creating MO with VNF instance identifier specified
1)
NM sends a createMO (see clause 7.6.1 in [5]) to EM to create MOI(s) corresponding to the specified VNF instance with VNF instance identifier included. The other configuration parameters are also included in the request if needed.


2)
EM creates the MOI(s) and sets the relevant MOI(s) attribute with the VNF Instance identifier referring to the specified VNF instance. EM may configure other attributes of the created MOI(s) if needed.
3)
 EM sends a notifyObjectCreation [6] to NM to indicate the result of the MO creation to NM.

	End of change
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