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6.4.1.5
1 3GPP Work Plan status

Percentage of completion: 80% (no change)

Estimated completion date: SA#76 – June 2017 (no change)

Other information (WID update, Rapporteur change, etc): none
2 Technical Progress status

Summary of progress: 

· Group discussed, but not agreed scenarios for supporting EM selection in VNF instantiation. The problem statement was challenged and requires additional discussion. Existing specifications allow OAM links topology to be specified in the NSD when NM requests new NS instantiation from the NFVO. Why additional functionalities (decisions to be performed by MANO FBs) are needed is not clear.
· Group discussed the proposal to move already agreed use cases and requirements related to vnfInfo query and modification from CM to LCM specification. The proposal was not challenged but minor procedural issues had to be fixed before the CR could be approved.
· Group discussed the proposal to add security related clarifications to the VNF s/w update use case. The proposal was agreed in principle, but revisions were necessary.
Outstanding issues:

· The dependency of stage 3 specification TS 28.528 on availability of ETSI NFV GS SOL002 remains unresolved.
· The discussion about triggering of LCM operations on Ve-Vnfm-em reference point (IFA008) from Itf-N moved into CM WI. The need for such triggering is being challenged. Direct consumption of IFA008/SOL002 LCM interface by NM (if ETSI NFV specifications do not preclude it) may be preferred option. Depending on the group decision, LCM use cases and requirements may need to be updated (or new added) in TS 28.525 to reflect this direct interaction between NM and VNFM.

3 Minutes

The RG session was held in Q1 on Wednesday, March 29th 2017.

	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-171549
	Discussion paper on supporting selection of EM in VNF instantiation

· Nokia: questioned the problem statement (there is no problem with different management scopes of NM vs NFVO, and OAM connections information can be provided in the NSD)

· Intel: explained that option 2 is for multiple NMs with the same management scope

· Intel: MANO may already have it solved, but we need to address it from 3GPP perspective

· DOCOMO: options give an impression that MANO does selection of what EM/NM do. This is conceptually wrong. The decision is up to the operator (can be expressed in NSD or in a policy)

· Ericsson: statement that MANO specs are not mature enough to support the connectivity properly. Also, there is more complexity in the EM application layer.

· Offline discussion is needed
· No conclusion at the end of LCM session
	Intel

	S5-171640
	R14 CR TS 28.525 Moving LCM supported use cases and requirements from TS 28.510

· Ericsson: question about differences between a and b

· Ericsson: c and d apparently are the same

· DOCOMO: just moving agreed requirements, IFA is currently merging c and d

· Chair: the requirement numbers should be provided by the contributor

· MCC: cover page needs to be fixed
· Revised to S5-171877
	DOCOMO

	S5-171762
	CR TS 28.525 VNF application software update

· DOCOMO: on-boarding process includes integrity check (and is defined by MANO)

· Nokia: question why new key would be needed

· Gemalto: wants to talk offline

· Huawei: question about the nature of the key (why it's needed, what it does?)

· Chair: cover page issues

· Revised to S5-171878


	Gemalto N.V.
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