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1
Decision/action requested

The group is asked to discuss the proposal.
2
Rationale

The automation of management and orchestration of network slice instances is one item of the scope of this network slice management study, and SON concept has been introduced in the draft TR 28.801. But there are no concrete UCs have been defined for this topic.
This is the pCR to add one UC on Self-Healing of NSI as part of automation of network slice management. 
3
Proposal
	1st Modified Section


5.x
Self-Healing of NSI
5.x.1
Pre-conditions
The NSI already exists.

5.x.2
Description
The NSMF monitors the alarms of the NSI, and if necessary automatically heal the NSI. The NSI self-healing approach may include (but not limited to) the following:
· adding a new NF to compensate the faulty NF for the NSI;

· configuring another NF to compensate the faulty NF for the NSI; 

· applying recovery actions on the faulty NF, if possible.

The NSMF modifies or creates new Network Slice Subnet requirements for the self-healing purpose to NSSMF.
The NSSMF, upon receipt of the modified or new Network Slice SubNet requirements, compensates the faulty NF by

· modifying the NSSI; or

· creating the new NSSI if required; 

The NSSMF may also perform the recovery action on the faulty NF, if requested by NSMF.
The NSSMF monitors the alarms of NSSI, and may automatically heal the NSSI (a.k.a, NSSI self-healing) without receiving the request from NSMF. 

The NSSMF needs to support the coordination for the NSSI healing triggered by NSMF and NSSI self-healing triggered by NSSMF.

Human intervention should be allowed during the steps described above.

5.x.3
Post-conditions
The NSI has been self-healed.
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6.x
Requirements for network slice management automation 
REQ-NSM_SON-CON-a
The NSMF shall be able to support self-healing of NSI based on the alarm information.

REQ-NSM_SON-CON-b
The NSMF shall be able to allow the operator to provide a policy for NSI self-healing. 
REQ-NSM_SON-CON-c
The NSSMF shall be able to support the coordination for the NSSI healing triggered by NSMF and NSSMF.

REQ-NSM_SON-CON-d
The NSSMF shall be able to perform the recovery action on the faulty NF upon the request from NSMF.

REQ-NSM_SON-CON-e
The NSSMF shall be able to support self-healing of NSSI based on the alarm information.
