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1
Decision/action requested

The group is asked to discuss the proposal.
2
Rationale

Operator may want to deploy an NS that includes the virtualized part of gNB. The NSD to be used by NFVO to manage the NS needs to be on-boarded.
3
Proposal
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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TR 38.801: "Study on New Radio Access Technology; Radio Access Architecture and Interfaces ".
[x]
ETSI GS NFV-IFA 014 (V2.1.1) (2016-10): "Network Functions Virtualisation (NFV); Management and Orchestration; Network Service Templates Specification ".
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4.1.x
On-board NSD that references the VNFD of virtualized part of gNB

4.1.x.1 
Issues
Operator needs to be able to deploy an NS that includes the virtualized part of gNB. 

The NSD needs to be on-boarded to NFVO before deploying the NS. 

4.1.x.2 
Pre-conditions

- 
The VNF package for the virtualized part of a gNB has been on-boarded to NFVO.

- 
The VNF packages for other constituent VNFs, if any, have been on-boarded to NFVO.

-
The PNFDs for the constituent PNFs, if any, have been on boarded to NFVO.

4.1.x.2 
Description

NM requests NFVO to on-board the NSD (see clause 7.2.2 [3] that references to the VNFD of the virtualized part of gNB. In the NSD (see clause 6.2.2 [x]), the following information should be referenced or included:

· at least one VNFD of the virtualized part of gNB;

· VNFDs of other constituent VNFs, if needed;

· PNFDs of constituent PNFs, if needed;

· nested NSDs, if needed;

· VNFFGD that includes the VLDs needed for connecting VNF that is part of gNB with other VNFs/PNFs, if needed.

NFVO on-boards the NSD.

NFVO responds to NM to indicate the successful NSD on-boarding.
4.1.x.3 Post-conditions

The NSD referencing the VNFD of virtualized part of gNB has been on-boarded.
	Next Modified Section


5.2
Life cycle management
REQ-VRAN_Mgmt_LCM-CON-1 3GPP management system should be able to instantiate the virtualized part of a gNB (see requirement Os-Ma-nfvo.NsLcm.001 in [x]).
REQ-VRAN_Mgmt_LCM-CON-2 3GPP management system should be able to provide the underlying transport networks requirements on the interface between virtualized part and non-virtualized part of a gNB. 

REQ-VRAN_Mgmt_LCM-CON-3 3GPP management system should be able to provide the location constraints for the NFVI where the virtualized part of a gNB needs to be instantiated.
REQ-VRAN_Mgmt_LCM-CON-a 3GPP management system should be able to on-board the NSD that references the VNFD of virtualized part of gNB (see requirement Os-Ma-nfvo.Nsd.001 [3]).

