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1
Decision/action requested

Add the proposed content to TS 28.801.
2
References

[1]
3GPP 28.801 “Telecommunication management; Study on management and orchestration of network slicing for next generation network “
3
Rationale

Section 5.15 in [1] specifies the use case of “Management support for RAN configuration” where the NSMF identifies and configures the RAN part of the network slice. While such RAN configurations may need to be changed due to the dynamic situation at RAN. 
4
Detailed proposal
	Start of changes


5
Use Cases

5.x
Modification of RAN configurations for a network slice instance due to RAN condition changes 
5.x.1
Pre-conditions

RAN part of the network slice has been configured by NSMF.
5.x.2
Description 

The NSSMF reconfigures the RAN part of the network slice(s) according to the dynamic situations at the RAN (e.g., load situation, UE mobility, link status, etc.) 
In case the NSSMF is unable to reconfigure the slice or the reconfiguration makes RAN incapable of supporting some slice the NSSMF reports this to the NSMF.
5.x.3
Post-conditions
The RAN part of the network slice is reconfigured by NSSMF. 

	Next change


6.4
Requirements for network slice configuration management
REQ-NSM_CM-CON-1
The NSMF shall be able to support the following capability when creating a new NSI with common and slice specific CN functions and shared AN:
· Configuration of existing common CN network functions to support a new NSI.
· Configuration of existing slice specific CN network functions to support a new NSI.
· Configuration of existing shared AN to support a new NSI.

REQ-NSM_CM-CON-2
The NSMF shall be able to support the following capability when modifying a NSI:
· Configuration of an existing CN network function.

REQ-NSM_CM-CON-3
The NSMF shall be able to support the configuration of NSI.
REQ-NSM_CM-CON-4
The NSMF shall be able to support the following capability when terminating a NSI for common CN functions:
· Configuration of the CN network functions.

REQ-NSM_CM-CON-5 The 3GPP network management system shall be able to support the following capabilities when configuring the RAN part of a network slice:

· Configuration of the RAN part of the network slice.

· Configuration of the RAN part of the network slice with information about the related CN part of the NSI. 
REQ-NSM_CM-CON-6 The NSMF shall be able to configure the NSI to support UEs moving from another administrative domain.
REQ-NSM_CM-CON-7 The NSMF shall be able to support the following capability when terminating a NSI for shared AN:
· Configuration of shared AN of the NSI.
REQ-NSM_CM-CON-8 The NSSMF shall be able to configure the RAN NF with appropriate RRM policy for NSIs.

REQ-NSM_CM-CON-x The NSSMF shall be able to reconfigure the RAN NSSI by itself without the explicit configuration request from the NSMF
	Next change


6.10
Network slice subnet management 
REQ-NSSM -CON-1
The 3GPP management system shall support management of NSSIs. 

REQ-NSSM -CON-2 NSSMF shall report to the NSMF appropriate information on the changes in the configuration of the RAN NSSI.
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