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1
Decision/action requested

The group is asked to discuss the proposal.
2
Rationale
This pCR is to bring potential solutions for the UCs on adding, removing and replacing non-virtualized part of gNB.
3
Proposal
	1st Modified Section


7.1
Potential solutions on adding, removing and replacing non-virtualized part of gNB

7.1.1
Adding, removing and replacing the non-virtualized part of gNB by updating NS

This solution is based on the assumption that the non-virtualized part of gNB is implemented as PNF, which is part of NS.

NM requests NFVO to update the NS instance (by Update NS operation, see clause 7.3.5 of ETSI GS NFV-IFA 013 [3])) to:

·  add non-virtualized part of gNB
The pnfInfo (see clause 8.3.3.9 of ETSI GS NFV-IFA 013 [3]) of the non-virtualized part of gNB is needed.
·  remove non-virtualized part of gNB

The PnfdInfoId (see clause 8.3.3.9 of ETSI GS NFV-IFA 013 [3]), indicating the PNFD information related to the non-virtualized part of gNB is needed. 
·  replace non-virtualized part of gNB

The pnfInfo(see clause 8.3.3.9 of ETSI GS NFV-IFA 013 [3]) of the new non-virtualized part of gNB and the PnfdInfoId (see clause 8.3.3.9 of ETSI GS NFV-IFA 013 [3]) of the old non-virtualized part of gNB are needed.
NFVO sends the NS lifecycle change notification to NM indicating the start of NS update procedure (see clause 7.3.5.4 of ETSI GS NFV-IFA 013 [3]).
NFVO updates the NS to add, remove or replace the non-virtualized part of gNB according to the information provide by NM.

NFVO sends the NS Lifecycle Change notification to NM indicating the result of NS update (see clause 7.3.5.4 of ETSI GS NFV-IFA 013 [3]).
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