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1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References
[1]
3GPP TR 28.801: "Study on management and orchestration of network slicing for next generation network v2.0.1".

[2]
Draft TS 28.530: "Management of network slicing in mobile networks; concepts, use cases and requirements v0.1.0".
3
Rationale

 This document proposes use case of provide network slice as a service with guaranteed quality of service.
4
Detailed proposal

It is proposed to make the following changes to drafts TS 28.530 [2]. 
	1st modified section


5.4
High-level use cases
5.4.x Manage network slice with agreed performance
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To manage network slice instance with agreed performance to CSP
	

	Actors and Roles
	1. 
Communication Service Provider (CSP) using network slice instance
	

	Telecom resources
	3GPP management system
	

	Assumptions
	
	

	Pre-conditions
	
The NOP has the capability to manage network slice.
	

	Begins when 
	A set of service requirements (e.g. business scenario, isolation, throughput, latency, coverage, etc.) has been provided by the CSP.
	

	Step 1 (M)
	NOP creates a customized network slice instance with performance that meet CSP’s requirements.
	

	Step 2 (M)
	NOP make use of 3GPP management system to monitor the NSI performance.  
	

	Step 3 (M)
	When NOP detects that the monitored NSI performance does not meet the agreed performance requirement, the NOP requests the 3GPP management system to executes some actions (e.g. scale in/out, modification, etc.), so that the NSI performance requirements are fulfilled.
Note 1: the step 2 and 3 are executed continuously until the “ends when”.

Note 2: whether the actions are automatically or manually is FFS.
	

	Ends when
	The network slice instance is terminated
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	 The network slice instance performance requirements requested by CSP are fulfilled.
	

	Traceability
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