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1
Discussion

This is a pCR to TS 32.254 addition of Annex for Charging characteristics.
2
References

[1]
3GPP TS 32.254 "Northbound Application Program Interfaces (APIs) for exposure function interworking charging".     

3
Rationale

This pCR proposes to add the Annex for Charging characteristics in TS 32.254 "Northbound Application Program Interfaces (APIs) for exposure function interworking charging". 
4
Detailed proposal

Propose to incorporate the following change into the skeleton for TS 32.254[1].   
	First change


Annex A (normative):
Charging characteristics

A.1
General

 A subscriber (The API Invoker) may have Charging Characteristics assigned to his subscription. Default charging characteristics may be pre-provisioned on the SCEF. The content charging information is configured for each API, including charing method (online and offline charing), session or Event based charging, whether report the message comtent if needed. 
The Charging Characteristics parameter format is specified TS 32.298 [51]. Each bit of the string of 16 bits corresponds to a specific charging behaviour which is defined on a per operator basis, configured within the CPCN and pointed when bit is set to "1" value. For example, one way to define a charging behaviour could be to associate it to a specific usage, which may consist of a set of trigger profiles associated to CDR types e.g.:

-
EA-SCE-CDR: activate/deactivate CDRs, time limit, data volume limit, maximum number of API invocation; 

In addition to these trigger sets, a CDF/CGF address may also be included.

	End of changes


