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1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References

[1]

3GPP TS 28.533: “Management and orchestration of networks and network slicing; Management and orchestration architecture (Release 15)”

[2]

3GPP TS 28.530: “Management and orchestration of networks and network slicing; Concepts, use cases and requirements (Release 15)”

3
Rationale

In clause 5.1.2 network slicing management some of the requirement text should be aligned to other requirements specifically the LCM requirements. Some requirements the text need further clarification. Each proposal listed below addresses to change a requirement, the requirement addressed is the first paragraph and the proposed change and reason is descrbied in second paragraph. 
Proposal 1

Requirement: REQ-3GPPMS-CON-01 The 3GPP management system shall have the capability to create a new or reuse a managed network slice instance according to the communication service requirements. 
Proposal: The use of the phrase reuse is ambiguous, what does reuse mean? It is proposed to replace the word “reuse a” with “use of an existing”

Proposal 2
Requirement: REQ-3GPPMS-CON-03 The 3GPP management system shall have the capability to create a new or reuse a managed network slice instance according to the network slice related requirements.
Proposal: The use of the phrase reuse is ambiguous, what does reuse mean? It is proposed to replace the word “reuse a” with “use of an existing

Proposal 3
Requirement: REQ-3GPPMS -CON-04 The 3GPP management system shall be able to satisfy a request to create a network slice instance. 

Proposal: Align this requirements text with the other LCM requirements by removing the phrase “to satidfy a request”.

Proposal 4
Requirement: REQ-3GPPMS -CON-06 The 3GPP management system shall be able to satisfy a request to create a network slice subnet instance. 

Proposal: Align this requirements text with the other LCM requirements by removing the phrase “to satidfy a request”.

4
Detailed proposal
First change.
5.1.2
Network slicing management

REQ-3GPPMS-CON-01 The 3GPP management system shall have the capability to create a new or  use an existing managed network slice instance according to the communication service requirements. 
REQ-3GPPMS-CON-02 The 3GPP management system shall have the capability to translate the communication service requirements to network slice related requirements.
REQ-3GPPMS-CON-03 The 3GPP management system shall have the capability to create a new or use an existing managed network slice instance according to the network slice related requirements.
NOTE: The network slice related requirements include requirements such as: area traffic capacity, charging, coverage area, degree of isolation, end-to-end latency, mobility, overall user density, priority, service availability, service reliability, UE speed.

Editor's note: Whether to make a detailed scenario (network slice as a service, network slices as NOP internals) limitation on the CON-01 and CON-03 is FFS.
REQ-3GPPMS -CON-04 The 3GPP management system shall be able to create a network slice instance. 

REQ-3GPPMS -CON-05 The 3GPP management system shall have the capability to monitor the network slice related data and provide the agreed data to an authorized consumer. 
REQ-3GPPMS -CON-06 The 3GPP management system shall be able to create a network slice subnet instance. 

REQ-3GPPMS-CON-07 The 3GPP management system shall be able to evaluate the feasibility of providing a new NSI which does not impact with the existing NSI(s)
End of change.
