3GPP TSG SA WG5 (Telecom Management) Meeting #117
S5-181260
29 January - 2 February 2018, Rome, Italy
revision of S5-181xyz
Source: 
Ericsson


Title:
pCR 28.530 Fault management use case update  
Document for: 
Approval 
Agenda Item:
6.4.1
1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References

[1]

3GPP TS 28.533: “Management and orchestration of networks and network slicing; Management and orchestration architecture (Release 15)”

[2]

3GPP TS 28.530: “Management and orchestration of networks and network slicing; Concepts, use cases and requirements (Release 15)”

3
Rationale

Section 5.4.12 describes the use case for fault management of a network slice subnet instance. The use case description can be simplified by removing unnecessary phrase in the “begins when” step. 
4
Detailed proposal
First change.
5.4.12
Report fault management data of a network slice subnet instance
	Use case stage
	Evolution/Specification

	<<Uses>>
Related use

	Goal 
	To report fault management data of a network slice subnet instance to the NOP.
	

	Actors and Roles
	Network Operator (NOP)


	

	Telecom resources
	3GPP management system
	

	Assumptions
	N/A
	

	Pre-conditions
	An NSSI is created. 
	

	Begins when 
	The 3GPP management system detects a fault on the NSSI that needs operator intervention. 
	

	Step 1 (M)
	The 3GPP management system generates fault management data of the NSI and reports to the NOP.
	

	Step 2 (M)
	When the fault is recovered, the 3GPP management system updates the fault management data of the NSSI to the NOP.
	

	Ends when
	The NOP has the fault management data of NSSI.
	

	Exceptions
	In case any of the mandatory steps fail, the use case fails.
	

	Post-conditions
	N/A 
	

	Traceability
	REQ-3GPPMS-CON-14 
	


End of change.
