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1
Decision/action requested

The group is asked to discuss the proposal.
2
Rationale
The performance data of 3GPP NF is fundamental not only for managing the 3GPP NFs, but also for supporting the PM of NSSI, NSI and non-slice-specific network.

This pCR proposes the use cases and requirements on reporting of performance data of 3GPP NF, as part of NF performance data service.

The performance data could be periodical performance data or real-time performance data, reporting of both kinds of performance data needs to be supported.
3
Proposal

	1st Modified Section


5.1
Use cases

5.1.1
Performance Management for 3GPP NF
5.1.1.x
3GPP NF performance data file reporting
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To enable the authorized consumer to get the performance data file of 3GPP NF(s).
	

	Actors and Roles
	An authorized consumer of NF performance data file reporting service.


	

	Telecom resources
	Producer of the NF performance data file reporting service.
	

	Assumptions
	N/A

	

	Pre-conditions
	- The 3GPP NF has been deployed.
- The NF performance data file reporting service producer is in operation.
- The NF performance data file reporting service producer has subscribed the notification about performance data file ready.
	

	Begins when 
	The performance data file of 3GPP NF js ready at the NF performance data file reporting service producer.
	

	Step 1 (M)
	The NF performance data file reporting service producer sends the notification about performance data file ready to the authorized consumer.

	

	Step 2 (M)
	The authorized consumer gets the performance data file from the NF performance data file reporting service producer

.
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The performance data file of 3GPP NF have been reported.
	

	Traceability 
	REQ-PDFR_NF-FUN-1, REQ-PDFR_NF-FUN-2
	


5.1.1.x
3GPP NF performance data streaming
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To enable the authorized consumer to receive the performance data streaming of 3GPP NF(s).
	

	Actors and Roles
	An authorized consumer of NF performance data streaming service.


	

	Telecom resources
	Producer of the NF performance data streaming service.
	

	Assumptions
	N/A

	

	Pre-conditions
	- The 3GPP NF has been deployed.
- The NF performance data streaming service producer is in operation.
	

	Begins when 
	The performance data of 3GPP NF is ready at the NF performance data streaming service producer.
	

	Step 1 (M)
	The authorized consumer requests the NF performance data streaming service producer to provide the NF performance data streaming.
	

	Step 2 (M)
	The NF performance data streaming service producer sends the NF performance data streaming to the consumer.
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	
	

	Traceability 
	REQ-PDS_NF-FUN-1
	


	Next Modified Section


5.2.2
Requirements for NF performance data file reporting service


REQ-PDFR_NF-FUN-1
The NF performance data file reporting service producer shall have the capability to send the notification about 3GPP NF performance data file ready to its authorized consumer.

REQ-PDFR_NF-FUN-2
The NF performance data file reporting service producer shall have the capability to allow its authorized consumer to get the performance data file of 3GPP NF(s).
5.2.x
Requirements for NF performance data streaming service

REQ-PDS_NF-FUN-1
The NF performance data streaming service producer shall have the capability to send the NF performance data streaming to its authorized consumer.

	End of Modified Section


