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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

1
Scope

The present document specifies end-to-end Key Performance Indicators (KPIs), performance measurements and data used for performance assurance for the 5G network and network slicing.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 32.451: "Telecommunication management; Key Performance Indicators (KPI) for Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Requirements".
[3]
3GPP TS 32.410: "Telecommunication management; Key Performance Indicators (KPI) for UMTS and GSM".
3
Definitions, symbols and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

<ACRONYM>
<Explanation>

4
End to end KPI concept and overview

5
KPI definitions template

6
End to end KPI definitions
Editor’s note: Key Performance Indicators (KPIs) for each measurement procedure will be discussed in this clause. If the existing measurement procedures can be reused, then the reference to the reused procedures needs to be added in the clause.
6.1
KPI Overview

The KPI categories defined in [2] and [3] will be reused by the present document.
7
Measurements related to end-to-end 5G network and network slicing

Editor’s note: In this clause, performance assurance data of each measurement procedure will be discussed. If a new measurement is needed, then the definition of the new procedures should be added in the clause.
Annex A (informative):
Use cases for end to end KPIs

A.1
Use case for end-to-end latency measurements of 5G Network related KPI

The end-to-end latency is an important performance parameter for operating 5G network. In some scenarios (e.g. uRLLC), if end-to-end latency is insufficient, the 5G network customer cannot obtain guaranteed network performance provided by the network operator. So it is necessary to define end-to-end latency of network related measurement to evaluate whether the end-to-end latency that network customer requested has been satisfied. A procedure shall be invoked by network management system and is used:

-
to update the CSMF/NSMF with the end-to-end latency parameter for monitoring;

-
to inform the network customer/network operator the end-to-end latency;

-to make CSMF/NSMF aware if the end-to-end latency can meet network customer’s service requirement.

A.2
Use case for number of registered subscribers of single network slice instance related KPI
Number of registered subscribers of single network slice instance can be used to describe the amount of subscribers that are successfully registered, it can reflect the usage of network slice instance, It is useful to evaluate accessibility performance provided by one single network slice instance which may trigger the lifecycle management of the network slice, this kind of KPI is valuable especially when network functions (e.g. AMF) are shared between different network slice instances. This KPI is focusing on both network and user view.
A.3
Use case for IP throughput for one single network slice instance related KPI
Measuring IP throughput is useful to evaluate system load of end to end network slice. If the IP throughput of the specific network slice instance can not meet the performance requirement, some actions need to be performed to the network slice instance e.g. reconfiguration, capacity relocation. So it is necessary to define the IP throughput for one single network slice instance. This KPI is focusing on network and user view.
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