Page 1



3GPP TSG-SA5 Meeting #117 
S5-181558
29 January - 2 February 2018, Roma, IT           







   Revision of S5-181471
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	28.525
	CR
	0006
	rev
	1
	Current version:
	14.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	TS 28.525 use cases of PNF addition, removal, and modification

	
	

	Source to WG:
	Intel

	Source to TSG:
	S5

	
	

	Work item code:
	OAM14-MAMO_VNF-LCM
	
	Date:
	2018-02-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	PNF management within NS instance is not sufficiently documented.

	
	

	Summary of change:
	Add use cases and requirement to support PNF addition, removal, and modification. 

	
	

	Consequences if not approved:
	PNF management within NS instance being not sufficiently documented may lead to incorrect specification interpretation (i.e. PNFs are not supported) and as a result to incorrect implementations.

	
	

	Clauses affected:
	6.4,3, 6.1.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


	1st Modified Section


6.4.3
NS Instance use cases
6.4.3.x
Addition of PNF to the NS instance
	Use Case
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Add an existing PNF to the existing NS instance.
	

	Actors and Roles
	NM
	

	Telecom resources
	NFVO
	

	Assumptions
	NM is subscribed to receive the NS LCM notifications.
	

	Pre-conditions
	The PNF being added already exist and does not belong to this NS instance.

The PNFD of the PNF being added is already known to the NSD of the NS where the PNF is being added to.
	

	Begins when 
	NM determines (e.g. by operator's request) the need for adding an existing PNF to an existing NS instance.
	

	Step 1 (M)
	NM sends a request to the NFVO to update the NS instance by adding the existing PNF (see [6] clauses 7.3.5).
	

	Step 2 (M)
	NFVO returns to the NM lifecycleOperationOccurrenceId and processes the request
	

	Step 3 (M)
	NFVO sends to NM Lifecycle Change Notification indicating start of the operation.
	

	Step 4 (M)
	NFVO sends to NM Lifecycle Change Notifications indicating progress of the operation.
	

	Step 5 (M)
	NFVO sends to NM Lifecycle Change Notification indicating result of the operation.
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The identified PNF has been added to the NS instance according to the operator's needs.
	

	Traceability 
	REQ-NFV_LCM_Os-Ma-nfvo-FUN-x
	


6.4.3.y
Removal of PNF from the NS instance

	Use Case
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Remove an existing PNF from the existing NS instance.
	

	Actors and Roles
	NM
	

	Telecom resources
	NFVO
	

	Assumptions
	NM is subscribed to receive the NS LCM notifications.
	

	Pre-conditions
	The PNF being removed already exist and belongs to this NS instance.
	

	Begins when 
	NM determines (e.g. by operator's request) the need for removing an existing PNF to an existing NS instance.
	

	Step 1 (M)
	NM sends a request to the NFVO to update the NS instance by removing the existing PNF (see [6] clauses 7.3.5).
	

	Step 2 (M)
	NFVO returns to the NM lifecycleOperationOccurrenceId and processes the request
	

	Step 3 (M)
	NFVO sends to NM Lifecycle Change Notification indicating start of the operation.
	

	Step 4 (M)
	NFVO sends to NM Lifecycle Change Notifications indicating progress of the operation.
	

	Step 5 (M)
	NFVO sends to NM Lifecycle Change Notification indicating result of the operation.
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The identified PNF has been removed from the NS instance according to the operator's needs.
	

	Traceability 
	REQ-NFV_LCM_Os-Ma-nfvo-FUN-y
	


6.4.3.z
Modifiction of PNF in the NS instance

	Use Case
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Modify an existing PNF in the existing NS instance.
	

	Actors and Roles
	NM
	

	Telecom resources
	NFVO
	

	Assumptions
	NM is subscribed to receive the NS LCM notifications.
	

	Pre-conditions
	The PNF being modified already exist and belongs to this NS instance.
	

	Begins when 
	NM determines (e.g. by operator's request) the need for modifying an existing PNF to an existing NS instance.
	

	Step 1 (M)
	NM sends a request to the NFVO to update the NS instance by modifying the existing PNF (see [6] clauses 7.3.5).
	

	Step 2 (M)
	NFVO returns to the NM lifecycleOperationOccurrenceId and processes the request
	

	Step 3 (M)
	NFVO sends to NM Lifecycle Change Notification indicating start of the operation.
	

	
	NFVO sends to NM Lifecycle Change Notifications indicating progress of the operation.
	

	
	NFVO sends to NM Lifecycle Change Notification indicating result of the operation.
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The identified PNF in the NS instance has been modified according to the operator's needs.
	

	Traceability 
	REQ-NFV_LCM_Os-Ma-nfvo-FUN-z
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6
Specification level requirements

6.1
Requirements

6.1.1
Requirements for Itf-N
None.
6.1.2
Requirements for Os-Ma-nfvo

REQ-NFV_LCM_Os-Ma-nfvo-FUN-1
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS instantiation request based on on-boarded NSD and parameterization specific for an NS (see requirement Os-Ma-nfvo.NsLcm.001 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-2
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS instantiation request using existing VNF instances (see requirement Os-Ma-nfvo.NsLcm.008 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-3
The Os-Ma-nfvo reference point shall have the capability allowing NM to send VNF Package on-boarding request (see requirement Os-Ma-nfvo.VnfPkgm.001 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-4
The Os-Ma-nfvo reference point shall have the capability allowing NM to receive notification on the VNF Package on-boarding (see requirement Os-Ma-nfvo.VnfPkgm.006 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-5
The Os-Ma-nfvo reference point shall have the capability allowing NFVO to send information about VNF instances that constitute a NS (see requirements Os-Ma-nfvo.NsLcm.003 and Os-Ma-nfvo.NsLcm.015 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-6
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS termination request (see requirement Os-Ma-nfvo.NsLcm.002 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-7
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS query request (see requirement Os-Ma-nfvo.NsLcm.003 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-8
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS scaling request (see requirement Os-Ma-nfvo.NsLcm.004 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-9
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS updating request (see requirement Os-Ma-nfvo.NsLcm.005 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-10
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS healing request (see requirement Os-Ma-nfvo.NsLcm.010 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-11
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS scaling request with scaling of VNF instances as part of NS scaling (see requirement Os-Ma-nfvo.NsLcm.014 in [6]).
REQ-NFV_LCM_Os-Ma-nfvo-FUN-12
The Os-Ma-nfvo reference point shall have the capability allowing NM to enable VNF Package (see requirement Os-Ma-nfvo.VnfPkgm.003 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-13
The Os-Ma-nfvo reference point shall have the capability allowing NM to disable VNF Package (see requirement Os-Ma-nfvo.VnfPkgm.002 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-14
The Os-Ma-nfvo reference point shall have the capability allowing NM to send NSD on-boarding request (see requirement Os-Ma-nfvo.Nsd.001 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-15
The Os-Ma-nfvo reference point shall have the capability allowing NM to receive acknowledgement on the NSD on-boarding (see requirement Os-Ma-nfvo.Nsd.001 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-16
The Os-Ma-nfvo reference point shall have the capability allowing NM to send a request with instantiating a VNF instance as part of the update of a NS (see requirement Os-Ma-nfvo.NsLcm.012 [6]). 
REQ-NFV_LCM_Os-Ma-nfvo-FUN-17
The Os-Ma-nfv reference point shall have the capability allowing NFVO to notify the addition, deletion or modification of the VNF instance, as result of the NS lifecycle change (see requirement Os-Ma-nfvo.NsLcn.002 [6]).
REQ-NFV_LCM_Os-Ma-nfvo-FUN-18
The Os-Ma-nfvo reference point shall have the capability allowing NM to remove an existing VNF instance from a NS instance as part of the update of a NS (see requirement Os-Ma-nfvo.NsLcm.013 [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-19
The Os-Ma-nfvo reference point shall have the capability allowing NM to subscribe/un-subscribe to NS instance lifecycle change notifications (see requirement Os-Ma-nfvo.NsLcn.001 [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-20
The Os-Ma-nfvo reference point shall have the capability allowing NM to receive notifications regarding NS instance lifecycle changes (see requirement Os-Ma-nfvo.003 and Os-Ma-nfvo.NsLcn.001 [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-21
The Os-Ma-nfvo reference point shall have the capability allowing NM to update an NSD (see requirement Os-Ma-nfvo.Nsd.004 [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-22
The Os-Ma-nfvo reference point shall have the capability allowing NM to associate a different NSD version to an NS instance as part of NS update (see requirement Os-Ma-nfvo.NsLcm.025 in [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-23
The Os-Ma-nfvo reference point shall have the capability allowing NM to request the creation of a new VL instance interconnecting specific external CPs of specific VNF instances belonging to the same NS instance as part of the update of a NS.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-24
The Os-Ma-nfvo reference point shall have the capability allowing NM to request the addition of an existing VNF instance as part of the update of a NS (see requirement Os-Ma-nfvo.NsLcm.013 [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-25
The Os-Ma-nfvo reference point shall have the capability allowing NM to request the creation of a new SAP instance exposing specific external CP of a specific VNF instance belonging to the NS instance as part of the update of a NS.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-26
The Os-Ma-nfvo reference point shall have the capability allowing NM to request the instantiation of a new NS instance by adding existing VNF instances and new VL instances interconnecting specific external CPs of specific VNF instances.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-27
The Os-Ma-nfvo reference point shall have the capability allowing NM to request the instantiation of a new NS instance by adding existing NS instances and new VL instances interconnecting specific SAPs of specific nested NS instances.

REQ-NFV_LCM_Os-Ma-nfvo-FUN-28 The Os-Ma-nfvo reference point shall have the capability allowing NM to create a new version of already on-boarded PNFD using Update PNFD operation (see requirement Os-Ma-nfvo.Nsd.010 [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-29
The Os-Ma-nfvo reference point shall have the capability allowing NM to request creation of a NS instance identifier, and an associated instance of an NsInfo information element to enable further NS instantiation (see requirement Os-Ma-nfvo.NsLcm.021 [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-30 The Os-Ma-nfvo reference point shall have the capability allowing NM to update the user defined data on PNFD using Update PNFD operation (See requirement Os-Ma-nfvo.Nsd.010 [6]). 

REQ-NFV_LCM_Os-Ma-nfvo-FUN-31 The Os-Ma-nfvo reference point shall have the capability allowing NM to delete one or more PNFDs (see requirement Os-Ma-nfvo.Nsd.011 [6]). 

REQ-NFV_LCM_Os-Ma-nfvo-FUN-32 The Os-Ma-nfvo reference point shall have the capability allowing NM to query the NFVO on certain attributes of one or more PNFDs (see requirement Os-Ma-nfvo.Nsd.012 [6]). 

REQ-NFV_LCM_Os-Ma-nfvo-FUN-33 The Os-Ma-nfvo reference point shall have the capability allowing NM to subscribe to receive notifications sent by the NFVO about changes of the NSD(s) (see requirement Os-Ma-nfvo.Nsd.013 [6]). 

REQ-NFV_LCM_Os-Ma-nfvo-FUN-34 The Os-Ma-nfvo reference point shall have the capability allowing NM to receive notifications sent by the NFVO about changes of the NSD(s) (see requirements Os-Ma-nfvo.Nsd.007, Os-Ma-nfvo.Nsd.008 [6]). 

REQ-NFV_LCM_Os-Ma-nfvo-FUN-35
The Os-Ma-nfvo reference point shall have the capability allowing NM to request deletion of a NS instance identifier (See requirement Os-Ma-nfvo.NsLcm.022 [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-36

The Os-Ma-nfvo reference point shall support a capability allowing NM to retrieve information about a VNF instance as part of NS querying (see requirement Os-Ma-nfvo.NsLcm.015 in ETSI GS NFV-IFA 013 [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-37

The Os-Ma-nfvo reference point shall support a capability allowing NM to request modifying non-application configuration attributes of a VNF instance as part of NS update (covered by requirement Os-Ma-nfvo.NsLcm.020 in ETSI GS NFV-IFA 013 [6]).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-38

The Os-Ma-nfvo reference point shall support a capability allowing NM to request modifying non-application information about a VNF instance as part of NS update (covered by requirement Os-Ma-nfvo.NsLcm.019 in ETSI GS NFV-IFA 013 [6]).
REQ-NFV_LCM_Os-Ma-nfvo-FUN-x The Os-Ma-nfvo reference point shall support a capability allowing NM to request the addition of an existing PNF as part of the update of a NS (coveed by requirements Os-Ma-nfvo.NsLcm.005 and Os-Ma-nfvo.NsLcm.030).

REQ-NFV_LCM_Os-Ma-nfvo-FUN-y The Os-Ma-nfvo reference point shall support a capability allowing NM to request the removal of an existing PNF as part of the update of a NS (coveed by requirements Os-Ma-nfvo.NsLcm.005 and Os-Ma-nfvo.NsLcm.030).
REQ-NFV_LCM_Os-Ma-nfvo-FUN-z The Os-Ma-nfvo reference point shall support a capability allowing NM to request modifying the information of a PNF as part of NS update (coveed by requirements Os-Ma-nfvo.NsLcm.005 and Os-Ma-nfvo.NsLcm.030).
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