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1
Decision/action requested

Discuss and approve the text proposal.
2
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3
Rationale

The skeleton proposal [3] has been approved to TS 28.554[1], in which, Key Performance Indicators (KPIs) for each measurement procedure will be defined in Clause 6 “End to end KPI definitions”. 
Accirding to the approved use case of number of registered subscribers of single network slice instance [2], it is important to provide the definition of the KPI.
4
Detailed proposal

It is proposed to make the following changes to TS 28.554 [1].
	1st change


6.   End to end KPI definitions
Editor’s note: Key Performance Indicators (KPIs) for each measurement procedure will be discussed in this clause. If the existing measurement procedures can be reused, then the reference to the reused procedures needs to be added in the clause.

6.X Number of registered subscribers of single network slice instance
a) This KPI describes total number of registered subscribers of single network slice.

b) CC

c) Incremented when a subscriber successfully registeres to a network slice instance. Here a subscriber successfully registers to a network slice instance when the subscriber registers the Control Plane of the network slice instance, i.e., the subscriber registers to an AMF supporting the network slice instance. This KPI decremented when a registered subscriber to the network slice instance releases the connection to the Control Plane of the network slice instance.

d) A single integer value.

e) TBD (Measurement Type).

f) NssmfFunction.or NsmfFunction

g) Packet Switched.
h) Combined.

	End


