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1
Decision/action requested

Discuss and approve the text proposal.
2
References

[1]
3GPP TS 28.531 Management and orchestration of networks and network slicing; Provisioning; Stage 1 v0.3.0
3
Rationale

Update the existing requirements in current TS 28.531 [1] to keep align with the SBA approach.
In addition, this document proposes to add a requirement corresponding to the use case of network slice instance creation.
4
Detailed proposal

It is proposed to make the following changes to draft TS 28.531 [1].
	Start of changes







5.2.1
Requirements for network slice management service

Editor’s Note: The name of the service in this clause needs to be revisited to align with the 5G network management architecture.
REQ-NSM_NSM-FUN-1
The network slice management service provider shall have the capability allowing its consumer to request a network slice instance.

REQ-NSM_NSM-FUN-2
The network slice management service provider shall have the capability to create a new or use an existing managed network slice instance according to the network slice related requirements.
NOTE: The network slice related requirements include requirements such as: area traffic capacity, charging, coverage area, isolation, end-to-end latency, mobility, overall user density, priority, service availability, service reliability, UE speed.
REQ-NSM_NSM-FUN-3
The network slice management service provider shall have the capability to derive network slice subnet related requirements from network slice related requirements.

REQ-NSM_NSM-FUN-4
The network slice management service provider shall have the capability to provide network slice subnet related requirements.
REQ-NSM_NSM-FUN-5
The network slice management service provider shall have the capability allowing its consumer to request the termination of a network slice instance.
REQ-NSM_NSM–FUN-6
The network slice management service provider shall have the capability allowing its authorized consumer to request activation of a network slice instance.

REQ-NSM_NSM–FUN-7
The network slice management service provider shall have the capability allowing its authorized consumer to request deactivation of a network slice instance.
REQ-NSM_NSM-FUN-8
The network slice management service provider shall have the capability allowing its authorized consumer to request the modification of a network slice instance.
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5.2.2
Requirements for network slice subnet management service

Editor’s Note: The name of the service in this clause needs to be revisited to align with the 5G network management architecture.
REQ-NSM_NSSM-FUN-1
The network slice subnet management service provider shall have the capability allowing its consumer to request a network slice subnet instance.

REQ-NSM_NSSM-FUN-2
The network slice subnet management service provider shall have the capability to send NSSI information to its consumer.

REQ-NSM_NSSM-FUN-3
The network slice subnet management service provider shall have the capability to send NS lifecycle management request to NFVO.

REQ-NSM_NSSM-FUN-4
The network slice subnet management service provider shall have the capability to receive network slice subnet related requirements from the network slice management service provider.

REQ-NSM_NSSM-FUN-5
The network slice subnet management service provider shall have the capability to decide to create a new NSSI or reuse an existing NSSI based on the network slice subnet related requirements.
REQ-NSM_NSSM-FUN-6
The network slice subnet management service provider shall have the capability to associate the NS instance with corresponding NSSI.

REQ-NSM_NSSM-FUN-7
The network slice subnet management service provider shall have the capability to provide the NSSI information.
REQ-NSM_NSSM-FUN-8
The network slice subnet management service provider shall have the capability to configure the RAN NSSI constituents with the RRM policy information for simultaneous support of multiple NSIs.
REQ-NSM_NSSM-FUN-9
The network slice subnet management service provider shall have the capability allowing its consumer to obtain network slice subnet instance information.
REQ-NSM_NSSM-FUN-10
The network slice subnet management service provider shall have the capability of allowing its authorized consumer to request the deallocation of a network slice subnet instance.

REQ-NSM_NSSM-FUN-11
The network slice subnet management service provider shall have the capability allowing its authorized consumer to request activation of a network slice subnet instance.

REQ-NSM_NSSM-FUN-12
The network slice subnet management service provider shall have the capability allowing its authorized consumer to request deactivation of a network slice subnet instance.

Editor’s Note: The activation and deactivation of a shared network slice subnet instance is FFS.

REQ-NSM_NSSM-FUN-13
The network slice subnet management service provider shall have the capability allowing its authorized consumer to request modification of a network slice subnet instance.
	End of changes


